120W CORNEA™ Street Light

1. Breakthrough Contact Lens Design. No reflectors to corrode, No seals to break down.

2. Totally Sealed, Universal Mount, Variable-Power, Dusk-till-Dawn Light Sensor

3. Interchangeable Lenses 45° 60° 90° 120° for all types of applications and mounting heights

4. Vandal-proof, Single-Piece, Road-side Vibration-Resistant Die-cast body

5. Pure-Aluminium, Double Powder-coated, Self-cleaning & Cooling Honeycomb design

6. Tier1 SuperBright LED, 130Im/w efficacy, 40% brighter than others. SolarREADY (12/24/36VDC)
. Also available in 24, 29, 35, 40, 60, 80, 100, 150, 180, 220W SuperBright LED mounting to 25m
. 28-60mm pole pipe-mount and Plug&Play MAKROLON LSZH compliant connectors or sockets
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9. Universal Voltage (World Product compliant) 90-305VAC, 47-63Hz power, Climate Adaptive
0. 5-year PLUS Unconditional Warranty (10-year Optional)

11. Dimensions: 72cm x 32cm x 14cm, Weight: 7.6Kg
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* Lens Suffix L4L CO65 X2Cxx = 45 (45deg lens), 60 (60deg lens), 90 (90deg lens), X2 (120/75deg lens)

CORNEA™ Series LED core specifications

Copyright © 2008-2016 LEDA4Life Pty Ltd. All rights reserved. All information is subject to change without notice. Reproduction
by prior written consent of LED4Life Pty Ltd. MARKOLON is a registered Trademark of Bayer Material Science.

CORNEA™ and all other Trademarks and Tradenames are the property of LED4Life Pty Ltd or their respective owners.

Order Code: L4L CO65 X2Cxx*

No Lead
No Mercury
No Hazardous Substances

N29587 CS9584N Australian Certification
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