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CHAPTER 1. GENERAL

1.1.

1.2.

1.2.1.

Application ]

STRALIAN ENERGY MARKET OPERATOR

{ commented [DM1]: Old dause 1

These Retail Market Procedures (SA) (Procedures) are made under Chapter 2, Part 7, Division 2 of
the National Gas Law and form part of the regulatory framework applicable to the retail gas
market of South Australia. Participation in that retail gas market is governed by rule 135AB(3) of
the National Gas Rules.

Definitions and Interpretation

Definitiong

The words and phrases set out below have the meanings set out opposite them when used in
these Procedures. Defined terms are intended to be identified in these Procedures by italicising
them, but failure to italicise a defined term does not affect its meaning unless otherwise indicated.

actual heating degree day ~ The value calculated under lausg 8.6.15(a)

or HDD,

actual meter reading The figures or other information shown on a meter or instrument
as actually read. An actual meter reading includes a deemed meter
reading.

actual UAFG The value calculated under clause 8.6.15(a).

address based identifiers In relation to the address standard specified in the AEMO
Specification Pack, the attributes that make up the address based
identifiers are streettype, street suffix, flat or unit ty pe, floor or level
type and postal delivery type.

AEMO Has the meaning given in the Law.

AEMO Specification Pack  The protocol which governs the manner and form in which
information is to be provided, notices given, notices or documents
delivered and requests made as contemplated by these
Procedures.

AEMO standing data In relation to a delivery point, means the information set out in
clause 2.3.1(b) for the delivery point.

AER Has the meaning given in the Law.

BYa)  when usedinclauseErrorl Reference source notfound--has

allocation instruction A notice from a User to AEMO under clause 8.3.2 specifying how
the User’s gas injections into a sub-network are to be allocated
between the shippers injecting gas into the sub-network on the
User's behalf for a gas day.

Doc Ref: 326635 <tba> 10 February 2020 Page 6 of 95
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allocation instruction
percentage

allowable period

applicable access
arrangement

approved estimation
methodology

approved substitution
methodology

approved validation
methodology

as-retrieved

average temperature

basic meter

basic-metered

bulk AEMO standing datd)
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The amount calculated under clause 8.4.6.

The period of 102 days after the lodgement of a transfer request
under clause 6.14.

Has the meaning given in the Law.

A methodology for the estimation of metering data provided for in
the Gas Metering Code, as applicable to the relevant meter type.

A methodology for the substitution of metering data provided for
in the Gas Metering Code, as applicable to the relevant meter type.

A methodology for the validation of metering data provided for in
the Gas Metering Code, as applicable to the relevant meter type.

Means data as retrieved from field equipment by telemetry without
any examination of the data to determine the validity or
completeness of the data or whether there are any obvious errors
or omissions in the data.

The value calculated under Appendix Elause) C.2(a) .

A meter which is not an interval meter.

Note: Thisincludes all meters which are not read at least dailyby means of
telemetry, even if they record gas flow and other data over dailyor shorter intervals.

In relation to a delivery point, means that gas deliveries at the
delivery point are measured by a basic meter or basic meters.

bk AEMO standing-deata
s

business day

cancel

checksum

complete Customer listing

complete MIRN listing

consumed energy

A day otherthan a Saturday, Sunday or public holiday in the State
of South Australia.

In relation to a transaction, means terminate the transaction before
completion.

In relation to a MIRN, a single digit used to validate the correct
entry of a MIRN in a database entry field.

Alisting created and administered by a User that comprises a
number of data attributes as defined in the AEMO Specification
Pack for every MIRN that is recorded in the User's Customer
Information System (CIS) for which they are the current User.

A listing created and administered by a Network Operator in the
format specified in the AEMO Specification Pack that comprises the
MIRN, discovery address and meter number of every MIRN that is
recorded in the metering database of that Network Operator.

The total energy quantity of gas delivered at a delivery point (in
megajoules) during a metering period, calculated by the Network

Doc Ref: 326635
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corrected volume or Vi

current User

Customer

Customer-own read

deemed meter reading

de-energisation

de-energisation request

default RoLR

delisting request

delivery point

deregistered

deregistration request

designated RoLR

de-energisation withdrawal
notice

discovery address

) AEM

Operator by applying the applicable heating value to the corrected
volume.

The volume of gas measured by a meter (subject to validation,

substitution or estimation where applicable in accordance with
these Procedures), corrected to metric standard conditions. For
basic meters Vg is calculated using the following formula:

Ver = index reading x pressure correction factor.

In relation to a delivery point, means the user who is assigned to
the delivery point in AEMO's metering database and is finandially
responsible for the delivery point.

The 'customer’ as defined in section 5 of the NERL in relation to
gas delivered at a delivery point for particular premises.

Aread of a meter undertaken by a Customer, details of which are
provided by the Customer to the User or Network Operator for the
delivery point to which the meter relates.

Has the meaning given fgfitin clause 3.1.3.

¥ MARKET OPERATOR

[Commerted [LT8]: See consolidated PPC feedback ref #5 ]

Has the meaning given in Part 1 of the NERL.

Arequest from a User to a Network Operator under clause 4.2.1(b)
requesting de-energisation of a specified delivery point.

Has the amemeaning as-given)n Part 6 of the NERL.

[Commerted [LT9]: See consolidated PPC feedback ref #5 ]

A request under clause 8.13(b)(ii) by a shipper to AEMO to remove
the shipper's listing from a shipper register in respect of a User and
a sub-network from a specified effective date.

A point on a Network Operator's GDS at which gasis withdrawn
from the GDS and delivered to the Customer for particular
premises.

In relation to a MIRN, the delivery point has been permanently
removed and the MIRN removed from operational use in the
Network Operator's metering database.

Note: Anaction to permanently remove a delivery point can include the removal of
the meter and the service pipe.

Arequest from a User to a Network Operator under clause 4.4.1(b)
requesting the Network Operator to permanently remove a
specified delivery point..

Has the samemeaning [jiven ak-in Part 6 of the NERL.

{ commented [LT10]: See consolidated PPC feedback ref #5 )

A notice from a Userto a Network Operator under clause 4.2.3
withdrawing an open de-energisation request for a delivery point
specified in the de-energisation withdrawal notice.

In relation to a delivery point, means the address of the premises to
which gas is supplied at that delivery point, at a minimum including
street number (or the equivalent), street name, street identifier, and
suburby/city/town. The discovery address may also indude other

Doc Ref: 326635
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distributed actual basic-
metered withdrawal or
DABW

earlier allocation

instruction

earliest transfer day

eon

specified site address information that conforms with the address
standard specified in the AEMO Specification Pack.

For a basic-metered delivery point, is determined under clause
8.6.10.

The allocation instruction that applied at the start of a gas day,
being either an allocation instruction for the gas day or an
allocation made by AEMO under clause 8.3.5(b) for the gas day.

The date specified in a transfer request as the earliest day on which
the transfer may take place (for a move in, this would generally be
the date the Customer is moving into the premises), subject to
clause 6.2.3(a)(vii).

EMD sub-network

energisation

energisation request

energy inflow

error correction notice

error correction objection

error correction objection
resolution period

The effective degree day value E calculated for a given gas day

under Appendix day-being-as-applicable:
Loadenbion goce oo Ol 2

£, caledlated underclause Clb)

£ o - caledlatedunderclause Clic)or

E£p5 caleulated under clause CHY-

Any sub-network in South Australia other than:

(a) afarm tap sub-network;

(b) an uncovered sub-network; or

(c) asub-networkthatisconnectedto a single transmission pipeline.
Has the meaning given in Part 1 of the NERL.

Arequest from a User to a Network Operator under clause 4.2.7(b)
requesting re-energisation of a specified delivery point.

Means the energy value injected into the GDS by the transmission
pipeline operator.

A notice to AEMO under clause 9.1.1(f) regarding a correction to the
AEMO standing data for a delivery point as a result of an incorrect:

(@) transfer request;
(b)  notification of a new basic meter; or

(c)  notification that the delivery point has been
permanently removed under clause 4.4.2(b)(iv).

A notice from a Participant to AEMO under clause 9.1.4 objecting to
an error correction transactionlodged in respect of an incorrect
transfer, for a delivery point specified in the notice.

Means (as applicable):
(a) if an error correction objection is not lodged, the period ending

when the time allowed for lodging an error correction objection
under clause 9.1.4(a) expires; or

Doc Ref: 326635
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error correction objection
withdrawal notice

error correction transaction

error correction withdrawal
notice

estimated basic-metered
withdrawal

estimated meter reading

EUAFG
explicit informed consent
failed Retailer

farm tap sub-network

flow profile control

flow ratio control

flow signal

forecast basic-metered
withdrawals or UFBW

forecast EDD

forecast heating degree
day or HDDy

€~) AEMO

(b) ifan errorcorrection objectionislodged, the period ending when
the time allowed for lodging an error correction objection
withdrawal notice under clause 9.1.6(a) expires.

A notice from a Participant to AEMO under clause 9.1.6 withdrawing
an open error correction objection for a delivery point specified in
the notice.

The transaction initiated by lodgement of an error correction notice.

A notice from a current User to AEMO under clause 9.19
withdrawing an open error correction notice lodged in respect of an
incorrect transfer, for a delivery point specified in the notice.

For a basic-metered delivery point, the amount calculated under
clause 8.6.8.

An estimate of an actual meter reading made under clause 3.5.3 in
accordance with an approved estimation methodology or a
Customer-own read. Except in clause 3.5.4, it does not include an
estimated meter reading designated to be a substituted meter
reading.

An estimate of unaccounted for gas under clause 8.6.14.

Has the meaning given in Part 1 of the NERL.

Has the samemeaning (liver)as-in Part 6 ofthe NERL . { commented [LT12]: See consolidated PPC feedback ref #5 )

A delivery point which is connected to only one transmission
pipeline and is not connected by a GDS or part of a GDS to any
other delivery point, which a Network Operator identifies under
clause 1.6 as a sub-network for contractual and operational
purposes.

In relation to a gate point means a control system designed to
control the gate point flow rate such that the gate point discharge
pressure is limited to the maximum allowable operating pressure
of the sub-network.

In relation to a gate point means a control system designed to
control the gate point flow rate suchthat:

(@) within normal equipment tolerances, the gate point flow rate is
maintained ata pre-determined ratio totheflowrate of all other
gate points connected to the sub-network; and

(b) the gate point discharge pressure is limited to the maxmum
allowable operating pressure of the sub-network.

Has the meaning given te4gn clause 8.51b). { commented [LT13]: See consolidated PPC feedback ref #5 )

In relation to a User, means the forecast withdrawals for the User’s
basic-metered delivery pointsin a sub-network for a gas day, in
megajoules, calculated by AEMO under clause 8.4.4(@a)(i).

The value calculated under Appendix @'QH'SG}CA(a) e [Commerted [DM14]: See PPC consolidated feedback Ref#l — ]
. fixto cross ref error
The value calculated under Appendix Elause}C.4(b)<lause .

{Commerted [DM15]: See PPC consolidated feedback Ref#1 —
fixto cross ref error
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forecast interval-metered In relation to a User, means the forecast withdrawals for the User’s
withdrawals or UFIW interval-metered delivery points in a sub-network for a gas day, in

Commented [DM16]: See PPC consolidated feedback Ref#l —
fixto cross ref error

FRCHUB The information system provided by AEMO for the transmission of
aseXML messages under these Procedures.

FRC HUB Operational The terms and conditions under which AEMO, each Retailer and

Terms and Conditions Network Operator seek connection to and are obliged to operate
under when connecting to and issuing or receiving transactions on
the FRC HUB.

FUAFG The Network Operator's forecast of unaccounted for gas under
clause 8.4.1.

gas Has the meaning given to "natural gas" in the Law.

gas day A period of 24 consecutive hours starting at the same time as a

standard gas day as defined in Part 26 of the National Gas Rules.

gas emergency Adisruption to normal gas supply to a sub-network that
commences either:

(@) when the Minister with administrative responsibility for the Gas
Act 1997 (SA) issues directions requiring a Participant to curtail
the supply of gas to one or more customers within the sub-
network; or

c

when AEMO receives written notice from at least one shipper
that a force majeure event is likely to cause, or has caused, a
shortfall in deliveries for shippers at a gate point for the sub-
network, and AEMO is satisfied that the shortfall in deliveries for
all shippers at the gate point is likely to exceed 10% of the sum
of all Users' required withdrawals for the sub-network.

In paragraph (b), a ‘force majeure event, in relation to any person,
means any act beyond the reasonable control of that person which
prevents, hinders or delays that person from or in the performance
of any its obligations under any agreement, but excludes any acts
resulting from any action or omission or default of that person or an
agent of that person.

Gas Metering Code The Gas Metering Code issued by the Essential Services
Commission of South Australia.

gas zone A part of a GDS identified under clause 1.6 as a gas zone for
contractual and operational purposes.

Note: Inmostinstances, each sub-network will be a single gas zone.

gas zone code The code assigned to each gas zone within a GDS under clause 1.6.

gate point For a sub-network means a point (which may be the same location
as a physical gate point), which is designated as a gate point under
clause 8.14 for the sub-network.

Note: Agate point is also sometimes called a “delivery point" or a "notional gate
point” by transmission pipeline operators, and a “receipt point” by Network

Doc Ref: 326635 <tba> 10 February 2020 Page 11 of 95
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gate point metering data

GDS

GST

haulage contract
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Operators. The gate point is usually adjacent to an associated “gate station” and itis
the sum of all “physical gate points” from a transmission pipeline on a sub-network.

Has the meaning given te-it{runder clause 3.3.2(a)().

[Ccmmerted [LT17]: See consolidated PPC feedback ref #5 ]

In relation to a Network Operator, the gas distribution system or
network described in its applicable access arrangement.

Has the same-meaning [iiven]inas-ithasunder the A New Tax

[Commelted [LT18]: See consolidated PPC feedback ref #5 ]

System (Goods and Services Tax) Act 1999 (Cth).

A contract between a Network Operator and a User for the
transportation of gas through the Network Operator's GDS and, for
the purposes of clause 6.3.1(a), also means that:

(a) any condition precedent to the contract has been satisfied or
waived; and

(b) no notice to validly terminate the contract has been issued by a
party to the contract to the other party.

[—IDD zone) A designated area comprising one or more gas zones within which .. [Commerted [DM19]: See PPC consolidated ref # 10 ]
all MIRNs are assigned the same heating degree day value. Each
HDD zone is defined in Appendix B and is either aA positive HDD
zone or a negative HDD zone.

heating degree day The heating degree day (HDD) is a measure of coldness whichis

heating value

heating value data

historical gas day i

historical metering data

historical AEMO standing
data

historical AEMO standing
data request

historical UAFG day
Hsun

incoming User

directly related to gas demand. It is a composition of the EDD
elements used to measure coldness incorporating the effect of
temperature, wind and sunshine.

As determined by the Technical Regulator (as established under
the Electricity Act 1996 (SA) and the Gas Act 1997 (SA)) and notified
to Participants from time to time.

Note: heatingvalue is alsoknown as “higher heating value”, “gross heating value”
and “superior heating value”.

The heating value for a gas zone for a gas day that is calculated
under clause 3.10.1.

Has the meaning given fe-lin clause 8.6.1(c).

The metering data for every delivery point in a Network Operator's
GDS retained in accordance with Chapter 2.

In relation to a delivery point, means the AEMO standing data for
the delivery point retained by AEMO under Chapter 2.

A notice in accordance with the AEMO Specification Pack from a
User or a Network Operator to AEMO requesting historical AEMO
standing data for a delivery point specified in the request.

Has the meaning given fe-iJn clause 8.6.15.

[Ccmmerted [LT20]: See consolidated PPC feedback ref #5 ]

{ commented [LT21]: See consolidated PPC feedback ref #5 )

Has the meaning given fe#tjn clause 8.1.6(c)(jii).

[Ccmmerted [LT22]: See consolidated PPC feedback ref #5 ]

A User or prospective User who wishes to withdraw gas at a
delivery point where another User is the current User.

Doc Ref: 326635
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index reading

index type

injecting

insolvency official

instantaneous flow rate

interval meter

interval-meter demand

profile

interval-metered

last date of modification

Law

like day substitution

methodology

listing request

local area retailer

market responsive flow

control

market responsive flow

control pipeline

AEM

AN

The numerical reading of a meter index, which represents
uncorrected volume, as observed by the meter reader when
physically undertaking a meter reading.

An indicator showing whether a meter reads in metric or imperial
units.

The process of delivering gas out of a transmission pipeline,
through a gate point and into a sub-network.

Note: This process will usually be termed “delivery” by the transmission pipeline
operator, and “receipt” by the Network Operator.

Has the samemeaning [iiven ak-in Part 6 of the NERL.

¥ MARKET OPER

{ commented [LT23]: See consolidated PPC feedback ref #5 |

Has the meaning given fe-din clause 8.5.1.

[Commerted [LT24]: See consolidated PPC feedback ref #5 ]

A meter which:
(a) isread by means of telemetry; and

(b) aggregates the flow of gas across time, and records that flow
foreach hour.

Is provided under clause 8.4.3(a) and comprises 24 numbers which
sum to 1and are the User’s estimate, for each hour in the gas day,
of the proportion of its forecast interval-metered withdrawals which
will be withdrawn during the hour.

In relation to a delivery point, means that gas deliveries at the
delivery point are measured by an interval meter.

For a delivery point, means the date the last update to any item of
AEMO standing data became effective in AEMO's metering
database.

The National Gas Law as set out in the schedule to the National
Gas (South Australia) Act 2008 (SA).

Has the meaning given fe-thattermjn section A.1 of Appendix A.

{ commented [LT25]: See consolidated PPC feedback ref #5 )

Arequest by a shipper to AEMO to list it in the shipper register in
respect of a User and a sub-network from a specified effective date.

A Retailer nominated as a local area retailer under the NERL.

In relation to a gate point means a control system designed to
control the gate point flow rate suchthat:

(@) within normal equipment tolerances, flow follows the pipeline
profiled forecast for that gate point published by AEMO; and

(b) the gate point discharge pressure is limited to the maxmum
allowable operating pressure of the sub-network.

A transmission pipeline for which it is intended that the injections of
gas on a day follow a pipeline profile forecast provided by a third

party.
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meter The device used to directly measure the mass or volume of gas
passing through it and includes the associated equipment attached
to the device to filter, control or regulate that flow of gas.

meter number A unique identification number allocated to a meter.

meter reading An actual meter reading, a deemed meter reading, an estimated
meter reading or a substituted meter reading, as applicable. A
reference to a meter reading in respect of a particular date or
period is to the reading that has most recently been included in
the Network Operator's metering database for that date or period.

meter reading route A route specified in a meter reading schedule.

meter reading schedule A schedule provided by a Network Operator to a User under clause
3.1.1().

meter reading type One of the four types of meter reading.

meter standing data In relation to a delivery point, means the information set out in
clause 2.2(c) for the delivery point.

meter type Whether a meteris a basic meter or an interval meter.

metering data The information provided by a Network Operator to a current User

under clause 3.7.1, to an incoming User under clause 3.7.2 and to
AEMO under clause 3.7.3 for the applicable meter type.

metering database A database maintained by a Network Operator or AEMO that
includes the information required by the applicable provisions of
Chapter 2.

metering period In relation to a meter reading, means the period between the

current meter reading and the previous meter reading.

Example: For an interval meter the metering period is usually1 gas day, and for a basic
meter usually approximately 1month or approximately 3 months.

MIRN The unique 10-digit numeric meter installation registration number
that a Network Operator assigns to each delivery point in its GDS.

The MIRN includes the checksum.

MIRN discovery request Arequest from a User to a Network Operator under clause 5.1.1
requesting the Network Operator to provide the MIRN standing
data for a delivery point.

MIRN standing data In relation to a delivery point, means the information set out in
clause 2.2(b) for the delivery point.
MIRN status In relation to a MIRN, one of the following describing the status of
the delivery point:
registered, energised, de-energised or deregistered.
monthly interval-meter Has the meaning given foddn Clause 8.2.3. @ [Ccmmerted [LT26]: See consolidated PPC feedback ref #5 ]
load percentage or MILP
move in Atype of transfer that occurs when:
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multi-shipper allocation
agreement

multi-shipper allocation
report

negative HDD zone

NERL

net systemload

Network Operator

new connection

nomination estimation
methodology

non-temperature-sensitive

base load

normalisation factor

NSL

open

Participant

pending

physical gate point

(@)  a Customer commences occupation of premises;
and
(b)  thereisan associated change of User for the

delivery point which supplies gas to the premises.

Has the meaning given fe-tin|clause 8.9.1.

{commented [LT27:

See consolidated

PPC feedback ref #5

Has the meaning given fe-#Jn clause 8.9.1.

[Commerted [LT28]:

See consolidated

PPC feedback ref #5

Has the meaning given fgthatterm-in Appendix B.

[Commerted [LT29]:

See consolidated

PPC feedback ref #5

The National Energy Retail Law as setout in the schedule to the
National Energy Retail Law (South Australia) Act 2011 (SA), as
applied as a law of South Australia.

Has the meaning given fgthatterm-in clause 8.6.5.

{ commented [LT30]:

See consolidated

PPC feedback ref #5

An entity (also commonly referred to as a distributor) that
participates in the retail gas market of South Australia in the
registrable capacity of a “Network Operator” under the Rules and
has registered with AEMO under the Rules in that capacity.

Has the samemeaning given fs}in Part 12A of the Rules.

Has the meaning given fgthatterm-in Appendix A,

The average daily energy consumption that is unaffected by
temperature for a basic-metered delivery point as advised by the
Network Operator from time to time under Elause),

For a basic-metered delivery point, the value calculated under
clause 8.6.7.

net system load.

In relation to a transaction or a notice, the transaction or notice has
been lodged with AEMO or a Network Operator (as applicable), but
has not been cancelled or completed.

A person who participates in the retail gas market of South
Australia in a registrable capacity under the Rules.

Means:

(@) in relation to an open transfer request — that AEMO has
permitted the requested transfer under clause 6.5.1 or 6.6(b),
as the case may be, and is waiting for the Network Operator to

provide a validated actual meter reading; and

(b) in relation to an open error correction transaction — that AEMO
has permitted an error correction notice in respect of an

incorrect transfer under clause 9.1.11(@).

A point defined as such in the applicable access arrangement for a
transmission pipeline, being a point at which gas is withdrawn from
the transmission pipeline for injection into the GDS.
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physical gate point
metering data

pipeline corrected injections
pipeline injections

pipeline profiled forecast
positive HDD zone

pressure control

pressure correction factor

previous User

process time

profile

proxy ground temperature
or Tgng

publish

read

reading day number

re-energised

Register of Weather
Related Information

registered

) AEM

For a physical gate point means any two of the three data set out
under clause 3.3.1.

Has the meaning given te-it{nundedclause 8.6.2(b).

Has the meaning given te-it{nundedclause 8.6.2(a).

The forecast determined by AEMO under clause 8.4.7.
Has the meaning given te{)thattermin Appendix B.

¥ MARKET OPERATOR

{ commented [LT34]: See consolidated PPC feedback ref #5 )

[Ccmmerted [LT35]: See consolidated PPC feedback ref #5 ]

{ commented [LT36]: See consolidated PPC feedback ref #5 )

In relation to a gate point means a control system designed to
control the gate point flow rate suchthat the gate point outlet
pressure is maintained within normal equipment tolerances of a set
pressure.

The value applied to reflect the difference in volume of gas at the
pressure at which its volume is measured, and the volume of that
gas at standard metric conditions.

A User, who was recorded in AEMO's metering database as the
current User, immediately prior to the present current User.

The time and date a notice lodged with AEMO was processed by
AEMO.

A profile determined by AEMO under clause 8.4.9.
The value calculated under Appendix C.2(c) .

The posting of information on the AEMO website, or any other
means specified in the AEMO Specification Pack for making the
relevantinformation availableto Participants and other persons who
require it.

The process of collecting figures or other information from a meter
either directly or through being transmitted or transformed by
electronic, radio, microwave, sonic or other means.

A number recorded in a Network Operator's meter reading
schedule to denote which days during the calendar year a meter
will be read by a Network Operator, and the meter reading
frequengy.

In relation to a delivery point that has been de-energised, where
action has been taken to allow gas to be supplied at that delivery
point.

An industry reference document that specifies, for South Australia:
(a) fora given HDD Zone, which weather station data must be
used; and
(b) coefficients for heating degree day calculations.

Note: See Appendix B for the requirement to maintain this register and notify
changes.

In relation to a MIRN, a service inlet (a connection from the main to
the meterinlet) has been installed at the delivery point.
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related shipper In relation to a User for a sub-network, means a shipper that, from
time to time, injects gas into the sub-network on behalf of the User.

removal request A notice by a transmission pipeline operator to AEMO requesting
AEMO to remove the shipper from the shipper register.

Retailer A 'retailer’ within the meaning of the Law that participates in the
retail gas market of South Australia in the registrable capacity of a
‘user’ under the Rules, and has registered with AEMO under the
Rules in that capacity.

revised allocation An instruction from a User that:

instruction (a) specifies how the User’s gas injections into a sub-network are to

be allocated between shippers injecting gas into the sub-
network on the User’s behalf for a gas day; and

(b) is provided by a User in substitution for:
(i) an allocation instruction for the gas day; or

(i) an allocation made by AEMO under clause 8.3.5(b) for

the gas day.
revised estimate of The amount calculated under clause 8.6.5(b)(ii).
unaccounted for gas
revised User's unaccounted The amount calculated under clause 8.6.5.
for gas
RoLR event Has the samereaningasmeaning fliver)in Part 6 of the NERL. . [Commelted [LT37]: See consolidated PPC feedback ref #5 ]
RoLR transfer date Has the same meaning as “transfer date” in Part 6 of the NERL.
Rules The National Gas Rules made in accordance with the Law.

scheduled meterreading A meter reading of a delivery point that is scheduled to occur under
the Network Operator's meter reading schedule.

Self Contracting User An entity that participates in the retail gas market of South
Australia in the registrable capacity of a 'self contracting user’
under the Rules, and has registered with AEMO under the Rules in

thatfegistrable registerableXapacity. . [Cmmemed [LT38]: ypo ]

service order in flightreport A listing created and administered by a Network Operator that
comprises a number of data attributes as defined in the AEMO
Specification Pack of every MIRN for which a failed Retailer has
initiated a service order and the Network Operator has yet to
complete the request.

settlement period Has the meaning given teit{nundedclause 86.1(c). . { commented [LT39]: See consolidated PPC feedback ref #5 |
shipper A person that has a gas transportation agreement with a

transmission pipeline operator for the delivery of gas at a gate point

to a User.

shipper profiled forecast The forecast produced under clause 84.6.
shipper register The register of shippers established under clause 8.13.

shipper's deemed injection  The amount calculated under clause 8.7.
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site access information

special meter reading

street/suburb combination

STTM sub-network

sub-network

sub-network (basic-meter)
profiled forecast

sub-network (interval-
meter) profiled forecast

sub-network profiled
forecast

substituted meter reading

telemetry

temperature sensitivity
heating rate

Timox

Tonin

total corrected injections
total sun hours

transaction

transfer

) AEM

In relation to a meter, information and safety instructions thatare
relevant to locating and reading that meter.

A meter reading undertaken other than under a meter reading
schedule.

In relation to a MIRN discovery request, the discovery address
excluding the street number or its equivalent.

The Adelaide Metro sub-network (code 2101).
Either:

(@) a part of a GDS which a Network Operator identifies under
clause 1.6 as a sub-network for contractual and operational
purposes; or

(b) afarm tap sub-network.

The amount calculated under clause 8.4.5@)(i).

The amount calculated under clause 8.4.5@)(ii).

The amount calculated under clause 8.4.5(b).

Areading that is substituted under these Procedures for an actual
meter reading in accordance with an approved substitution
methodology.

The communication equipment used for transmission of data
collected from meters to a Network Operator's central data
management system and typically encompasses modems, telecom
landline (which may be dedicated or part of the PSTN network) or
radio transceivers (which may be in the form of a dedicated radio
network, GSM, GPRS or satellite telephony).

The rate at which the energy consumption for a delivery point
varies with change in the heating degree day value as advised by

Has the meaning given Eeﬂ-i-t—in clause 8.1.6(c)().

¥ MARKET OPERATOR

-------- Commented [DM40]: See PPC consolidated feedback Ref#1
fixto cross ref error

Has the meaning given E@-i-t-in clause 8.1.6(c)(ii).

{Commerted [LT41]: See consolidated PPC feedback ref #5

For a sub-network, the amount calculated under clause 8.6.3.

The value calculated under&laase]ADDendix C.2(b)836.

The process initiated by the lodgement of a notice with AEMO
under these Procedures, which if completed, will resultin an
amendment to the AEMO standing data.

The transfer under these Procedures of the responsibility for gas
delivery to a delivery point from the current User to an incoming
User.

Note: Forthe purposes of these Procedures a transfer is effected by recording the
incoming User as the current User in AEMO's metering database. From a customer's
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transfer confirmation

transfer day
transfer objection

transfer objection
resolution period

transfer objection
withdrawal notice

transfer request

transfer time

transfer withdrawal notice

transmission contract

transmission pipeline

transmission pipeline
operator

UAUAFG

uncovered sub-network

) AEM

perspective, the effect of such a transfer will be to transfer the customer from the
current User to the incoming User.

In South Australia, delivery is equivalent to the supply and sale

A notice from AEMO under clause 6.8.2(a) or (b) that the transfer of
the delivery point specified in the notice has occurred.

The gas day commencing at the transfer time.
A notice from a Network Operator to AEMO under clause 6.3.1.
Either:

(a) if a transfer objection has been lodged, the period ending when
the time allowed for lodging a transfer objection withdrawal
notice under clause 6.3.3(a) expires; or

G

if a transfer objection has not been lodged, the period ending
when the time allowed for lodging a transfer objection under
clause 6.3.1(a) expires.

A notice froma Participant to AEMO under clause 6.3.3
withdrawing an open transfer objection for a delivery point specified
in the notice.

In relation to a delivery point, a request by an incoming User to
AEMO under clause 6.1.4 to register that User in the AEMO
metering database as the current User or that delivery point.

The start of the gas day:

(@) during which an actual meter reading for a basic-metered
delivery point for which a transfer is pending, was undertaken; or

(b) thatan incoming User has specified as the earliest transfer day
for an interval-metered delivery point.

A notice froman incoming User to AEMO under clause 6.4.1(c)
withdrawing an open transfer request for a delivery point specified
in the notice.

A contract between a transmission pipeline operator and shipper for
the transmission of gas through a transmission pipeline.

A pipeline that is classified in accordance with this Law or the Rules
as a transmission pipeline and includes any extension to, or
expansion of the capacity of, such a pipeline when it is a covered
pipeline that, by operation of an applicable access arrangement or
under this Law, is to be treated as part of the pipeline.

In relation to a GDS, means the operator of a transmission pipeline
which is interconnected with the GDS.

Has the meaning given glitin clause 8.6.12

A sub-network which is not:
(@) a"covered pipeline” as defined in the Law; or

(b) subjectto any otherthird party access regime under a law or
under an instrument having effect under a law.
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User A Retailer or a Self Contracting User.

User's (basic-meter) (helamountis calculated under clause 8.44(@)Gi). . { commented [LT45]: See consolidated PPC feedback ref #5 |
profiled forecast

User's basic-metered Has the meaning given BgHtin Clause 8.6.15. [cq“me,ted [LT46]: See consolidated PPC feedback ref #5 ]
withdrawals

User's daily forecast Is{Thelamount calculated under clause 8.4.4(c). e [ Commented [LT47]: See consolidated PPC feedback ref #5 ]
User's estimated basic- Is{Thelamount calculated under clause8.69. . [commerted [LT48]: See consolidated PPC feedback ref #5 ]
metered withdrawals or

UEBW

User's estimated total For a User for a sub-network for a gas day, fhelamountds calculated .. [c‘mmerted [LT49]: See consolidated PPC feedback ref #5 ]
withdrawals under clause 8.6.13.

User's gas injections Has the meaning as given BQltin clause 8,31 [Commerted [LT50]: See consolidated PPC feedback ref #5 ]
User's (interval-meter) The amount calculated under clause 8.4.4(a)(iv).

profiled forecast

User's interval-metered The amount calculated under clause 8.6.4.

withdrawals or UIW

User's profiled forecast The amount calculated under clause 8.4.4.

User's required withdrawals  For a User for a gas day the sum of:

(@) UDBW;

(b) UIW; and

(c) UAUAFG.
UUAFG Has the meaning given fgitin clause 8.6.140). . [c‘mmerted [LT51]: See consolidated PPC feedback ref #5 ]
validated In relation to a meter reading, validated in accordance with an

approved validation methodology.

volumetric inflow MeanstThe volume data associated with that energy value that the
transmission pipeline operator provides under clause 3.4.1.

122, BOHEIPIEIAHON. oo {commented [DM521: Old clause 3, 6,64 7 and Aopendix 5 )

The following principles of interpretation apply to these Procedures unless otherwise indicated.

(@)  Termsdefinedin the Law, the NERL or the Rules, and not otherwise defined in clause 1.2.1,
whether or not they appear in italics in these Procedures, have the meanings given to them
in the Law, the NERL or the Rules (as applicable).

(b)  If a provision of these Procedures is inconsistent with a provision of the Law, the NERL or
the Rules, the Law, the NERL or the Rules (as the case may be) will prevail to the extent of
the inconsistency.

(©) References to time are references to Australian Eastern Standard Time, other than
references to a business day or a specified time on a business day, which refer to local time
in South Australia.

(d)  Avreference to any person includes that person’s successors in respect of the assets,
function or activity to which that reference relates.
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(e)

(h)

AUSTRALIAN ENERGY MARKET OPERATOR

If a period of time is specified in days from a given day or an act or event, itis to be
calculated exclusive of thatday.

In deciding whether a person has used reasonable endeavours or acted reasonably, regard
must be had to all relevant factors including whether the person has acted in good faith and
has done what is reasonably necessary in the circumstances.

Where Network Operators or a transmission pipeline operator are required to calculate
values under these Procedures, such calculations must not apply truncation to any value.
Derived values will not have an implied accuracy greater than any of the input variables to
the calculation. Thus for a value derived from the product of two variables, one with two
decimal place precision and one with three decimal place precision, the product will initially
be set to three decimal places to allow for rounding to a final precision of two decimal
places. Rounding will only be applied to the final value derived in the calculation process.
The rounding method will be as described in the examples below:

ROUND 214 to one decimal place - equals 2.1
ROUND 2.15 to one decimal place - equals 2.2
ROUND 2159 to one decimal place - equals 2.2
ROUND 2149 to two decimal places - equals 2.15
ROUND -1.475 to two decimal places equals -1.48

Example 1 Energy Calculation:
PCF of 1.0989

HV of 39.81

Vol of 200

1.0989 *39.81*200 = 8749.4418
Rounded to 8749

Example 2 Energy Calculation:
PCF of 1.0989

HV of 41.89

Vol of 200

1.0989 * 41.89* 200= 9206.5842
Rounded to 9207

Example 3 Energy Calculation:

PCF of 1.0989

HV of 38.55

Vol 345 cubic feet (100s)
345%2.832*1.0989*38.55 = 41389.94982
Rounded to 41390

Schedule 2 of the Law includes further provisions applicable to the interpretation of these
Procedures.
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1.3. Specification Pack and FRC Hub

1.3.1. Publication of SPECIICANON PACK) ... (Commerted [DMS3]: O1d dause 14

AEMO must publish the AEMO Specification Pack, as amended from time to time.

182 BIECH e { commented [DM54]: Old dlause 14

AEMO and each Participant must comply with, and is bound by, the AEMO Specification Pack in
respect of the provision of information, giving or delivery of notices or documents and making of
requests, and the receipt of information, notices, documents or requests as contemplated by these
Procedures.

Note: The AEMO Specification Pack may provide for AEMO to communicate some information or notices by posting them on an
electronic market information system or bulletin board.

133 MMM N e { commented [DMS55]: Old dause 14A

(@)  Exceptotherwise specified in clause 1.3.3(b), the AEMO Specification Pack may only be
amended by AEMO undertaking one of the following consultative processes:

(i) the ordinary process for making Procedures under rule 135EE of the Rules; or
(i) the expedited process for making Procedures under rule 135EF of the Rules.

(b)  If a Retailer or Network Operator or AEMO becomes aware of an addition to the aseXML
schema enumerated address based identifiers, as soon as practicable after becoming aware
of the change the relevant Retailer or Network Operator or AEMO must:

(i) ensure that this new address based identifier is added to the aseXML schema
enumerated address based identifiers using the rapid change process as set out in the
ASWG Change Management Process as published on the AEMO website; and

(i) where there has been an update to the aseXML schema enumerated address based
identifiers, provide a notice via the FRC HUB broadcast email distribution list that an
addition to the list has been implemented; and

(iiiy  where a Retailer or Network Operator or AEMO has received a notice as setout in
clause 1.3.3(b)(ii), AEMO, all Retailers and Network Operators must use reasonable
endeavours to implement the updated enumerations file within 10 business days but
no later than 35 business days after the date of the notice.

138 BRC HUB e { commented [DM56]: Old dlause 148, 21A

(@)  Inaccordance with the certification process (Gas FRC Business to Business connectivity
Testing and System Certification) maintained and published by AEMO, AEMO and each
Retailer and Network Operator must be certified by AEMO prior to using the FRC HUB for
transactions specified in the AEMO Specification Pack.

(b)  AEMO must maintain and publish FRC HUB Operational Terms and Conditions for the FRC
HUB.

(c)  AEMO, prior to implementing changes to the published FRC HUB Operational Terms and
Conditions for the FRC HUB, must:

(i)  provide Retailers and Network Operators with the proposed change to the FRC HUB
Operational Terms and Conditions; and
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(d)

(e)
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(i) allow a reasonable time to receive Retailer and Network Operator responses to the
proposed change to the FRC HUB Operational Terms and Conditions.

AEMO and each Retailer and Network Operator must comply with the FRC HUB Operational
Terms and Conditions, as published by AEMO from time to time.

A breach by a Retailer or Network Operator of the FRC HUB Operational Terms and
Conditions, is taken to be a breach of these Procedures for the purposes of section 9IMB of
the Law.

Where a Retailer or Network Operator uses the FRC HUB in breach ofthe FRC HUB
Operational Terms and Conditions, then as soon as AEMO becomes aware of such breaches
AEMO:

(i) must notify the Retailer or Network Operator of the breach; and

(i) may take any action in relation to the breach, including issuing a direction to the
Retailer or Network Operator under section 9IMB(4)(b) of the Law to rectify the
breach or to take specified measures to ensure future compliance (or both).

Where a Retailer or Network Operator continues to use the FRC HUB in breach of the FRC
HUB Operational Terms and Conditions after a notice of a breach under clause 1.3.4(f) has
been provided to the Retailer or Network Operator, and continued significant breaches of
the same nature are evident, then AEMO may treat the continued breach as a material
breach of these Procedures and refer the matter to the AER in accordance with section
91MB(4)(c) of the Law.

135 Additional FRCHUB OUIAGESY e { commented [DM57]: Old dause 14

(a)

(b)

©

1.3.6. E\EMO may lodge and accept notices on behalf of a Self Contractling Uselj

(a)

After consultation with affected Network Operators and Retailers, AEMO may determine an
outage period during which the FRC HUB will not be available, in addition to the outages
covered by the FRCHUB Operational Terms and Conditions and unplanned outages (an
"additional FRC HUB outage”).

AEMO must publish details of the additional FRC HUB outage at least 7 days before the
outage commences.

The published details of the additional FRC HUB outage must include any changes to any
timing requirement set out in these Procedures that will apply during the outage.

{ commented [DM58]: Old dause 13

A Self Contracting User may request AEMO to:

(i) lodge a transfer request on its behalfin order for the Self Contracting User to transfer
to itself; and

(i) accept notices that are required to be in aseXML format under these Procedures on
behalf of the Self Contracting User in relation to the transfer request referred to in
sub-paragraph (i).

Upon receiving a request under paragraph (a), AEMO must lodge a transfer request and
accept notices in aseXML format on behalf of a Seff Contracting User on such terms and
conditions as AEMO determines.
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(T I { commented [DM59]: Old dause 363

Unless these Procedures state otherwise, any information provided to AEMO or a Participant under
these Procedures is classified as confidential information for the purposes of the Law and the
Rules.

Note: Division7, Part 6 of the Law and rule 138A of the Rules provide for the use and discosure of confidential information.

OEK Ot AUG { commented [DM60]: Old dause 351
(@)  AEMO must undertake a reviewin accordance with this clause ("Review") at least every two
years.

(b) A Review must constitute an examination in accordance with the standard for a review
specified in Auditing Standard ASAE 3000 (Explanatory Framework for Standards on Audit
and Audit Related Services) (as varied from time to time) prepared by the Auditing and
Assurance Standards Board.

(¢)  Inundertaking a Review, AEMO must appoint a person (a “Market Auditor”) who in AEMO's
reasonable opinion is independent and suitably qualified to conduct a Review.

(d)  AReview must examine compliance by AEMO with its processes and the effectiveness and
appropriateness of systems utilised in the operation of any activities as set out in or
contemplated by these Procedures, including but not limited to:

(i)  AEMO's compliance processes and compliance with the Procedures;
(i) T controls, induding software management and business continuity;
(i)  integrity of the AEMO metering database;

(iv)  profiling and allocation processes and systems; and

(v)  retail billing and information systems.

(e)  AEMO will determine, in consultation with Participants, the extent and scope of the Review
to be undertaken.

(f)  AEMO must ensure that the Market Auditor prepares a report in which the results of the
Revieware set out.

(99 AEMO must publish the report on its website and make it available to Participants on
request.

§ub-networks, gas zones, gate points and HDD zones] .............. { commented [DM61]: Old dause 15
(@)  AEMO must maintain a list of:

(i)  sub-networks, including each gas zone and each gate point within a sub-network, with
identifying codes in the form required by the AEMO Specification Pack; and

(i) the HDD zone for each gas zone, determined in accordance with Appendix B.

(b) A Network Operator may propose to establish a new sub-network within its GDS that is not
already listed, and must notify AEMO of the proposed new sub-network, any gas zones and
gate points within the proposed sub-network and the HDD zone, at least 20 business days
before the Network Operator proposes the sub-network will become operational.

()  Upon receipt of notification under paragraph (b), AEMO must verify the establishment of
the new sub-network, and, if satisfied with its verification, must make available to each
Participant, transmission pipeline operator and shipper an updated list of sub-networks that
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includes the new sub-network and any new gas zones or gate points, their respective
identifying codes and the HDD zone for each new gas zone.
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CHAPTER 2. MIRNS AND DATABASES

2.1. [Allocation] of MIRNs

(a)

(b)

©

¥ MARKET OPER

{ commented [DM62]: Old dause 63 and 64

AEMO must allocate to each Network Operator a set of numbers which are available for use
as MIRNs for delivery points in that Network Operator’s GDS, and may allocate further sets of
numbers for that purpose from time to time.

Each number allocated by AEMO pursuant to paragraph (a) must be unique and must not
be allocated by AEMO to any other Network Operator.

Each Network Operator must assign one of the numbers allocated to it by AEMO to each
delivery point in its GDS. The assignment must be effected by the relevant Network Operator
recording that number in its metering database as the MIRN for the relevant delivery point.

Each number assigned to a delivery point by a Network Operator must be unique and must
not be allocated by that Network Operator to any other delivery point.

To the extent it has been allocated sufficient numbers pursuant to paragraph (a), each
Network Operator must assign one of those numbers, in accordance with paragraphs (c)
and (d), to each new delivery point and, where applicable, notify any incoming User in
accordance with the AEMO Specification Pack.

Only one MIRN is to be allocated to a delivery point, even if there is more than one meter at
that delivery point.

A MIRN with a MIRN status of deregistered (other than as a result of an error that is later
corrected under Chapter 9) must not subsequently be re-assigned to another delivery point,
orused in conjunction with any other MIRN status at the same delivery point.

2.2. Network Operator Metering Database

(a)

(b)

©

{ commented [DM63]: Old dause 58 and 60

Each Network Operator must create, maintain and administer a metering database that
includes the information specified in paragraphs (b) to (d) in respect of each delivery point
located in the Network Operator’s GDS.

The MIRN standing data to be included in the Network Operator’s metering database must
include at least the following:

(i) the MIRN;

(i) the delivery point's discovery address and any other site address information specified
in the AEMO Specification Pack;

(iiiy  the meter number;

(v)  fora basic meter, the reading day number,

(v)  the gas zone in which the delivery point is located;

(vi)  the distribution tariff to which the that delivery point is assigned; and
(vii) the MIRN status.

The meter standing data to be included in the Network Operator's metering database must
include at least the following:

(i)  the MIRN;

(i) the pressure correction factor;
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(iiiy  the meter number and meter type;

(iv)  theindextype;

(v)  fora basic meter, the number of dials;

(vi)  fora basic meter, the reading day number,
(vii)  site access information;

The Network Operator's metering database must include atleast the metering data to be
collected or calculated under Chapter 3.

Except as otherwise provided in Chapter 3 in relation to the period within which such
information must be provided, each Network Operator must use its reasonable endeavours
to ensure that the information required to be included in its metering database is included
in its metering database by 5.00 pm on the next business day after the day on which that
information is obtained or calculated by the Network Operator.

23. @EMd Metering Database e [Commerted [DM64]: Old dause 19and 20

2.3.1. Database contents

(a)

(b)

©

AEMO must create, maintain and administer a metering database containing information for
each delivery point.

AEMO must ensure that the AEMO metering database holds at least the following cument
information on each delivery point:

(i) MIRN;

(i) MIRN status

(iii) date on which the delivery point was first energised;

(iv) current User,

(v) default RoLR;

(vi) Network Operator;

(vii) gas zone;

(viii)  whether the delivery point has an interval meter or a basic meter,
(ix) non-temperature-sensitive base load;

X) temperature sensitivity heating rate;

(
(xi
(

the last date of modification,;
Xii) thelast personto inttiate a modification to AEMO's metering database for the MIRN;
(the items in sub-paragraphs (i) to (xii) comprise the AEMO standing data)

(xiiiy  energy data provided to AEMO pursuant to Chapter 3; and

(xiv)  transfer data provided to AEMO pursuant to Chapter 6.

The AEMO metering database must contain all data determined by AEMO for the purposes
of Chapter 8.
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2.3.2. Use of data from Network Operator

AEMO must use the information provided to AEMO from the metering database of each Network
Operator for any purpose contemplated by these Procedures.

24. Metering Database Access Requirements {commented [DM65]: Old dlause 54, 55 and 168

(@)  AEMO and each Network Operator must use its reasonable endeavours to procure that
information in its metering database is available to affected Participants in accordance with
these Procedures.

(b)  Data must be retained in the metering database while that data remains current and for at
least 7 years after it ceases to be current, or such longer period as may be required under
an applicable law or code.

(c)  During that period the relevant data must be held:
(i) in a readily accessible format until at least 2 years after it ceases to be current; and

(i) afterthattime, in a format accessible by AEMO or the Network Operator (as
applicable) within 5 business days.

(d)  Unless otherwise provided in these Procedures or required or permitted by law, the only
persons entitled to request and receive metering data from a metering database in relation
to a delivery point are:

(i) each Userwho is, or was at the time to which the relevant metering data relates, the
current User for that delivery point;

(i) the Network Operator whose pipeline is connected to the meter at that delivery point;
and

(iiliy  AEMO and its authorised agents.
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CHAPTER 3. METERING

3.1. Meter Reading - Basic Meters

3.1.1. Meterreading SCheduUIES] ... {Commented [DM66]: Old dlause 143, 144 and 145

(@ By 31August each year, a Network Operator must provide to each Retailer who is a current
User for a delivery point in the Network Operator's GDS a schedule setting out the date on
which the Network Operator proposes to read all its meters during the 12 months
commencing on the following 1 January.

(b)  The meter reading schedule must provide for all such meters to be read at intervals of
approximately one month (where the meters are on a monthly reading cycle) or three
months (where the meters are on a quarterly reading cycle) (with the first reading to be
undertaken approximately one month or three months (as the case may be) after the last
reading undertaken prior to thatdate).

(c)  ARetailer may at any time request a Network Operator to change a date in a meter reading
schedule for a delivery pointin that Network Operator's GDS in respect of whichthe Retailer
is the current User. However, the Network Operator is not required to make the requested
change.

(d) A Network Operator must notify the Retailer who is the current User for a delivery point in
the Network Operator’'s GDS of any changes the Network Operator proposes to make to a
date in a meter reading schedule for the meter relating to that delivery point, as far as
practicable at least three months prior to that change being made and the Network
Operator must consult with that Retailer prior to making that change.

(e) A Network Operator must use its reasonable endeavours to read meters in accordance with
the applicable meter reading schedule or as otherwise agreed with the current User for the
delivery point to which the relevant meters relate.

) If, in respect to a particular day, a Network Operator is unable to read the meters comprising
a discrete route in accordance with a meter reading schedule, the Network Operator must
use its reasonable endeavours to notify that failure to each Retailer who is a current User for
a delivery point to which such a meter relates by 5.00 pm on the second business day after
the day on which it was unable to read the meter.

3.1.2. BPECIOIMEIEI TEATINGS..............oooooooeeeeee { commented [DM67]: Old dause 147

(@) A Usermay request the Network Operator to undertake a special meter reading of a basic
meter, on a business day specified in the request which is at least 2 business days after the
day on which the Network Operator receives the request.

(b)  The Network Operator must undertake a special meter reading requested under paragraph
(a), and obtain the metering data, on the business day specified in the request, (which must
be at least 2 business days after the day on which the Network Operator receives the
request), and must:

(i) provide the metering datato the User under paragraph (c); or

(i) if the Network Operator was unable to undertake a special meter reading— inform
the current User of this fact and provide the reason why metering data could not be
obtained.

(c) Ifthe request under paragraph (a)is made by:
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(i)  the current User — then the Network Operator must, in accordance with the timing in
clause 3.6.1, provide the User with the metering data under clause 3.7.1; and

(ii) any other User — then (subject to Elauses]‘”(e) and 6.8.2(c)(ii)(B)) the Network o [Commerted [DM68]: See PPC consolidated feedback Ref#l —
Operator must not provide the User with the metering data for the delivery point fixto cross ref error

received as a result of undertaking the special meter reading.

3.1.3. Deemed meterreadingy e {(commented [DM69]: Old dause 148

(@)  Ifan actual meter reading for a basic-metered delivery point was undertaken no more than
10 days before the date of move in, then (subject to paragraph (b)) on the date of move in:

(i) the Network Operator must determine a “deemed meter reading” which is a meter
reading deemed to have occurred on the day of the move in; and

(i) provide the metering data from the deemed meter reading to AEMO.
(b)  The deemed meter reading is the most recent index reading from a validated actual meter
reading which occurred no more than 10 days before the move in.
3.1.4. Customer-own reads
If, following the failure by a Network Operator to read a meter, or for any other reason consistent
with applicable laws, the Customer of a Retailer provides a Customer-own read:

(@)  toits Retailer, the Retailer must use its reasonable endeavours to provide the Customer-own
read to the Network Operator by 5.00 pm on the next business day after the day on which it
was received fromthe Customer.

(b)  to the Network Operator, the Network Operator must process the Customer-own readin
accordance with clauses 3.4to 3.7.

3.2. Meter Reading —Interval Meters e {Commented [DM70]: Old dause 142

For each interval meter, the Network Operator must obtain the metering data for a gas day daily
after the end of the gas day.

3.3. Gate Point Metering Data

3.3.1. ﬂ'ransmission]pipeline operators to provide physical gate point meteringdata [c‘mme,ted [DM71]: Old dause 151

(@)  Subject to paragraph (d), for each physical gate point for each gas day, the transmission
pipeline operator must provide to the Network Operator as soon as reasonably practicable
after the end of the gas day, but in any event, no later than 2.5 hours after the end of the
gas day, for the gas day and each hour in the gas day, at least two of the following:

(i)  energyinflow; and
(i) daily flow weighted average heating value; and

Note: The data for each hour in the gas day provided under clause 3.3.1(a)(ii) will be the daily flow
weighted average heating value.

(iiiy  volumetric inflow.

(b)  Before providing the data under paragraph (a), the transmission pipeline operator must
ensure that the data does not contain any obvious errors or omissions.
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If a transmission pipeline operator's physical gate point metering datais amended at any
time after the data is provided under paragraph (a) (including if the data is refined or
verified), the transmission pipeline operator must provide the amended physical gate point
metering datato the Network Operator as soon as reasonably practicable.

A transmission pipeline operator is not required to provide the physical gate point metering

data for a physical gate point if:

(i) less than 10 TJ of gas was injected at the physical gate point in the immediately
preceding 12 month period; and

(i) asat28July 2004 there was insufficient telemetry installed at the physical gate point
to permit the physical gate point metering datato be remotely accessed on a daily
basis.

3.3.2. Network|Operator to provide gate pointmetering data

(a)

©

Subject to paragraph (f), the Network Operator must:

(i)  subjectto paragraph (d), aggregate the physical gate point metering data provided
under clause 3.3.1(a), for each of the relevant gas days and for each hour in each of
the relevant gas days, in each case across all physical gate points associated with the
sub-network (the aggregated hourly and daily data being the “gate point metering
data"); and

(i)  provide to AEMO as soon as reasonably practicable after receiving the physical gate
point metering data from the transmission pipeline operator under clause 3.3.1(a), but
in any event, no later than 3.5 hours after the end of the gas day the gate point
metering data.

If the Network Operator receives amended physical gate point metering data under clause
3.3.1(c) at any time (including if the data is refined or verified), the Network Operator must as
soon as reasonably practicable:

()  aggregate the amended physical gate point metering data for each of the gas days
for which amended physical gate point metering data was provided in accordance
with paragraph (a)(i); and

(i) provide to AEMO the amended gate point metering data determined under
paragraph (b)().

If for any reason (including the operation of clause 3.3.1(d)) the Network Operator does not
receive the physical gate point metering data within the time specified in clause 3.3.1@), then
the Network Operator must:

(i)  determine a reasonable estimate of the gate point metering data, for the gas day and
each hourin the gas day, for each gate point;

(i) mark the estimated gate point metering data as an estimate; and

(iiiy  provide the estimate to AEMO within 3.5 hours after the end of the gas day.

Note: If after complying with its obligations to provide metering data under this clause the Network Operator

Within 15 business days after the end of each month, AEMO will provide a report to all
Participants, shippers and transmission pipeline operators stating the number of days in the
month in which estimated gate point metering data was provided under paragraph (c))

¥ MARKET OPER

{ commented [DM72]: Old dlause 152

---------- [Commerted [DM73]: See consolidated feedback ref 14.

)

{ commented [DM74]: Old dause 361
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3.5.

3.5.1.

3.5.2.

3.53.

(e)  Ifthe Network Operator receives physical gate point metering data aggregated across a
period of more than one gas day, then the Network Operator must apportion the physical
gate point metering data across each gas day in the period for which the physical gate point
metering data was provided.

) Paragraph (a) does not apply in respect of the gate point metering data for:
(i) a farm tap sub-network; or

(i) an uncovered sub-network.

Validation] of Meter Readings

AUSTRALIAN ENERC

Y MARKET OPERATOR

............... { commented [DM75]: Old dlause 153

A Network Operator must validate a meter reading for the purposes of these Procedures in
accordance with an approved validation methodology, before providing metering data to a User or
AEMO.

Calculdtion of Metering Data

ray.

Consumed;

.............. [Ccmmerted [DM76]: Old dause 154

A Network Operator must calculate the consumed energy for a metering period in accordance with
clauses 3.5.2 to 3.54, before providing metering data to a User or AEMO.

.............. [Commelted [DM77]: Old dause 155

A Network Operator must use an actual meter reading to calculate consumed energy if:

(@)  the Network Operator has obtained an actual meter reading for the delivery point since the
previous meter reading of the delivery point; and

(b)  the Network Operator is able to validate the actual meter reading; and
(c)  the Network Operator does not otherwise reasonably suspect an error in the actual meter
reading, the heating value or other associated data.

Estimated|meter readings

(@) A Network Operator must calculate an estimated meter reading in accordance with an
approved estimation methodology if any one or more of the following applies in relation to a
scheduled meter reading:

(i)  the Network Operator has not obtained an actual meter reading for the delivery point
since the previous meter reading of the delivery point; or

(i) the Network Operator is unable to validate an actual meter reading; or

(iii)  the Network Operator otherwise suspects an error in the actual meter reading, the
heating value or other associated data.

(b)  If the Network Operator calculates the consumed energy for a delivery pointbased on an
estimated meter reading, then:

(i)  the Network Operator, acting reasonably, may replace the estimated meter reading
with:

(A)  asubstituted meter reading;

(B) a Customer-own read; or
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(C) ifthe Network Operator reasonably determines that it has grounds for
calculating a more accurate estimated meter reading — the further estimated
meter reading; and

(i)  forthe purposes of paragraph (b)(i)(A), the Network Operator must consider any
reasonable request froma current User for an estimated meter reading to be
changed.

3.54. §ubsiituied] ST (=Te Lo LT S [ Commented [DM79]: Old dlause 157

(@) A Network Operator must only undertake a substituted meter reading in the circumstances
specified in the Gas Metering Code and accordance with an approved substitution
methodology.

(b)  If these Procedures require the use or provision of an actual meter reading, then a
substituted meter reading may be used or provided instead.

(c)  Ifthe Network Operator has designated a substituted meter reading for a delivery point, then
the Network Operator must repair or replace the meter, or one or more of its components
(as appropriate) at the delivery point under clause 4.1, and following that repair or
replacement:

(i)  fora basic meter, obtain the actual meter reading then provide the reading date and
index reading for the delivery pointto the User and AEMO by 5.00 pm on the fifth
business day after the day on which the repair or replacement occurred; or

(i)  foran interval meter, provide the actual meter reading for the delivery point to the
User and AEMO by 5.00 pm on the fifth business day after the day on which the
repair or replacement occurred.

(d)  Clauses 3.53(b)(i)(A) and 3.5.3(b)(i)(C) apply in respect of the estimated meter reading which
was designated to be the substituted meter reading.

Note: The Network Operator may provide a further estimated meter reading upon which the substituted meter
reading is based, if requested by the User or based upon more accurate information.

3.6. Timing for provision of metering data

3.6.1. Basicland intervalmeters e (Commented [DM80]: O/d dause 158

(@)  Subject to paragraph (b), a Network Operator must provide:

(i) to the User and AEMO (as the case may be) the metering data for a basic-metered
delivery point —by 5.00pm on the business day after the Network Operator receives
the meter reading (under clause 3.1.1 or as a result of a special meter reading under
clause 3.12);and

(i) tothe Userand AEMO (as the case may be) the metering data for an interval-metered
delivery point —within 3.5 hours after the end of the gas day to whichthe meter
reading relates.

(b)  If the Network Operator is not reasonably satisfied with its validation of the meter reading by
the time specified in paragraph (a)(i), then:

(i) it must by the time specified in paragraph (a)(i) provide the data for those MIRNs that
passed validation; and

(i) itis permitted one further business day to validate the meter reading for the
remaining MIRNs and provide metering data determined on the basis of an actual
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©

(d)

meter reading, an estimated meter reading or a substituted meter reading (as
applicable).

If a Network Operator determines that it is not reasonably able to obtain a meter reading for
even asingle delivery point on a meter reading route, the Network Operator must notify each
affected User of:

(i) the failure to obtain a meter reading;
(i)  the affected MIRNs; and
(iiiy  the likely ability to provide metering data for the MIRNs on the meter reading route.

A notification under paragraph (c) must be given as soon as the Network Operator makes
the determination and in any event before the end of the next business day after the
determination is made.

3.7. Content of metering data

3.7.1. Meteringdata for cument Users = basic andinterval mMeters. ... oo™ {commented [DM81]: Old dause 160

(a)

For each occasion on which these Procedures require a Network Operator to provide a
current User with metering data for a basic-metered delivery point, (except where the User
has become the current User as a result of a transfer taking effect under clause 6.8.20) it
must provide at least the following:

(i)  MIRN;

(i) metertype;

(iiiy  date of the previous meter reading;
(iv)  date of current meter reading;

Note: Fora move in, this may be the date on which the deemed meter reading is deemed to have occurred
by clause 3.1.3.

(v)  indexreading of the previous meter reading;

(vi)  current index reading;

(vii) pressure correction factor;

(viii) meter reading type;

(i) heating value used to calculate the consumed energy;
(X consumed energy; and

(x)  nextscheduled meter reading date.

For each occasion on which these Procedures require a Network Operator to provide a
current User with metering data for an interval-metered delivery point, it must provide at
least the following:

() MIRN;

(ii) meter type;

(iiiy  date of current meter reading;
(iv)  meterreading type;

(v)  the heating value used for the gas day to calculate the consumed energy;
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(vi)  foreach hourinthe gas day, the consumed energy; and

(vii)  the consumed energy.

3.7.2. [Metering/data fornew connections—basicmeters e { commented [DM82]: Old dause 161

For a new connection of a basic-metered delivery point under clause 4.1, the Network Operator
must provide the User with at least the following metering data:

(@) MIRN;
(b)  metertype;
(©)  date of current meter reading;
Note: This maybe the date on which the deemed meter reading is deemed to have occurred by clause 3.1.3.
(d)  currentindexreading;
(e)  pressure correction factor; and
0) next scheduled meter reading date.
3.73. [V\etering]dcfo for AEMO —basic andinterval meters e (Commented [DM83]: Old dause 162

For each occasion on which these Procedures require a Network Operator to provide AEMO with
metering data, it must provide at least the following (as applicable):

(a)
(b)

> o 2 2

the MIRN;
date of the previous meter reading;
Note: Foran interval meter, the date of the previous meter reading will be the previous gas day.
date of current meter reading;
meter reading type;
for a basic-metered delivery point —the consumed energy; and
for an interval-metered delivery point.
(i)  foreach hourinthe gas day, the consumed energy; and

(i) the consumed energy.

3.8. AEMO Vadlidation of Metering Data

38.1. [!equirementﬂfor valid provision of metering data 1o AEM O ] [cqnme,ted [DM84]: Old dause 163

Provision of metering data to AEMO under clause 3.6.1is valid only if:

(@
(b)
©
(d
(e)

®

the delivery point exists within AEMO's metering database;

itis provided by the Network Operator for the GDS in which the delivery point is located;
the consumed energy is a positive number;

the start and end dates of the metering period are valid calendar dates;

the start date of the metering period occurs before the end date of the metering period;
the start date of the metering period is one of the following:

(i)  the same date as the date of end of the previous metering period for which AEMO
received metering data;
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3.8.2.

3.8.3.

3.84.

(i) if there was no previous metering period, the same date as the MIRN became
energised as recorded in AEMO's metering database;

(iii)  the same date as the start date of the previous metering period for which AEMO
received metering data and, if clause 3.8.2 applies, the end date of the current
metering period is the same as the end date of the previous metering period; or

(iv)  the same date as the start date of the previous metering period for which AEMO
received metering data, and the end date of the current metering period is later than
the end date of the previous metering period:

Note: Forthe purposes of this clause the start and end dates of a metering period are the dates upon
which a meter reading istaken (bearing inmind that the meter reading is deemed to have occurred at the
start of the gas day).

Example: If a meter reading istaken at 11.00 am on 5 February and then another meter reading is taken at
1600 hours on 8 March and another at 9.00 am on 12 April, then:

e the start date of the first metering period is 5 February and the end date is 8 March (the metering
data for this metering period includes gas consumed on the 7 March gas day but not on the 8 March
gas day); and

e the start date of the second metering period is 8 March and the end date is12 April (the metering
data includes gas consumed on the 11 April gas day but not on the 12 April gas day).

(@ the metering periodis 425 or less days old; and

(h)  the metering period does not cover any period of time during which the MIRN was
deregistered.

Replacement|of metering datain AEMO registry according to meterreadingtypes . (Commented [DM8S]: Old dause 164

If AEMO receives metering data under clause 3.7.3 for a delivery point more than once for the same
metering period, AEMO must replace the metering data in AEMO's metering database if it receives
metering data for a previous metering period that contains a better quality value for consumed
energy, determined in accordance with the following:

(@)  an estimated meter reading may be replaced by any other meter reading; and

(b)  an actual meter reading may be replaced by another actual meter reading or a substituted
meter reading; and

()  asubstituted meter reading may be replaced by another substituted meter reading.

fflmetering doteuis MO VAN .o {commented [DM86]: Old clause 165

Upon receipt of metering data under clause 3.6.1 which is not valid, AEMO must reject the metering
data and notify the Network Operator that lodged the metering data, specifying the reason why
the metering data is not valid.

Note: ANetwork Operator must re-send the metering data to AEMO to comply withits obligations under clause 3.6.1.

metering data s valid e { commented [DM87]: Old dlause 166

Upon receipt of metering data under clause 3.6.1 that is valid, AEMO must accept the metering
data and notify the Network Operator that the metering data has been accepted.
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3.9, HistoricalMetering Data { Commented [DM88]: Old dause 166A and 167 )

(@)  Subject to paragraph (b), a User may request a Network Operator to provide it with historiaal
metering data for one or more of the User’s delivery points for a period specified in the
request.

(b) By lodging a request under paragraph (a), the User represents to the Network Operator that
either:

(i)  therequested data relates only to a period for which the User was the current User;
or

(i) the Userhas the Customer’s explicit informed consent to receive the requested
historical metering data.

(c)  The Useris taken to make the representation in barag raphl(b) at the time of lodging the . [Ccmmerted [DM89]: See PPC consolidated feedback Ref#l — ]
request and on each day that a request for historical metering data s open. fixto cross ref error

(d)  Upon receipt of a reasonable request under paragraph (a), and unless the request is
withdrawn earlier, the Network Operator must provide the requested historical metering
data to the User thatlodged the request within 5 business days.

(e)  Forthe purposes of baragraphId), reasonableness is to be judged having regardto the .. [Cmmerted [DM90]: See PPC consolidated feedback Ref#l — ]
aggregate impact on the Network Operator of all of the User’s requests from time to time fixto cross ref error
under this clause.

3.10. Hedling Value Data

3.10.1. Heatinglvalue data CaICUIGNONS . { commented [DM91]: Old Qause 169 )

Each Network Operator must calculate the daily average flow-weighted heating value for each gas
zone in its sub-network.

3.10.2. Accessto heating VAU data | —— { commented [DM92]: Old dause 171 )

(@)  Foreach gas day, for each gas zone in a Network Operator's sub-network, the Network
Operator must make available to all Participants the daily flow weighted average heating
value data used for billing purposes for delivery points in the gas zone.

(b)  The data under paragraph (a) must be made available by noon on the next business day in
electronic form that can be remotely accessed for downloading by a Participant.

(c)  Data under paragraph (a) must remain accessible under paragraph (b) for at least 12 months
after the gas day.

(d)  Heating value datafor a gas zone is not commercially sensitive or confidential information.

3.11. Data Change

3.11.1. Request for Verification

The current User for a delivery point may request the relevant Network Operator to verify specified
information provided by the Network Operator to the current User under these Procedures in
relation to a meter at that delivery point.
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3.11.2. Network Operator to Verify Infoomation

(a)

The Network Operator must, as soon as reasonably practicable, verify the information
specified by a current User under clause 3.6.1in any manner it considers appropriate
(including by way of a special read), and must use its reasonable endeavours to provide the
results of that verification (together with details of the method by which that specified
information was verified) to the current User by 500 pm on the next business day after the
day on which the verification is concluded.

If the verification reveals that the specified information is materially incorrect, the Network
Operator must use its reasonable endeavours:

(i) to make such changes to the information included in its metering database as are
necessary to correct that information;

(i) to provide the changed information under paragraph (i) to the current User by 5.00
pm on the next business day after the day on which the verification is concluded; and

(iiiy  to provide the changed information to AEMO by midnight on the next business day
after the day on which the verification is concluded, where that information is
required by AEMO under these Procedures.
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CHAPTER 4. METER MANAGEMENT

4.1. Basic Meter Installation

(a)

(b)

fla User requests a Network Operator to install a new basic meter for a delivery point in that . [Cq'nme[ted [DM93]: Old clause 65 and 134

Network Operator's GDS, the Network Operator must install that new basic meter as soon as
reasonably practicable, subject to satisfaction of any prerequisites for the installation of the
basic meter under applicable laws.

If a User requests a replacement basic meter (including by reason of a fault, malfunction or
defect in relation to the existing basic meter or the existing basic meter having been
damaged or destroyed), the Network Operator must install the replacement basic meter as
soon as reasonably practicable after it has satisfied itself that the existing meter no longer
complies with the requirements of any applicable laws.

The Network Operator must read the meter (if any) which an installed basic meter replaces.
The Network Operator must read the basic meter on the date of its installation.

Where a new basic meter or replacement basic meter has been installed by a Network
Operator, the Network Operator must:

(i) include the relevant details relating to the new basic meter in its metering database;

(i) provide to the User that requested the installation of a new basic meter details of the
MIRN for the delivery point to which the meter relates, together with the actual meter
readings obtained under paragraphs (c) and (d) (or, where appropriate, a substituted
meter reading) and such other information for Customer account establishment and
billing purposes as is specified in the AEMO Specification Pack, to the User for that
delivery point; and

(iiiy  provide to AEMO all the relevant details required for the purposes of updating the
AEMO metering database,

by 5.00 pm on the 5" business day after the day on which the new basic meter is installed.

4.2. De-energising Meters

42.1. Pe-energisation by NetWOrK OREIGROL. o { commented [DM94]: Old dause 105 and 106

(a)

(b)

A Network Operator.

(i)  may de-energise a delivery point when required to, or if not prevented, by law or a
contract other than these Procedures; and

(i) must (subject to law) de-energise a delivery point if required to under clause 4.2.2;
and

(iii)  must (subject to law), in response to a deemed request under clause 6.2.2(b), ifa
transfer request has been cancelled by AEMO after the Network Operator re-energised
a delivery point under clause 4.2.7(a)(iii), de-energise that delivery point within 2
business days after the Network Operator receives notification from AEMO under
either clause 6.4.2(b) or 6.7(b) that the transfer has been cancelled.

The current User for a delivery point may at any time lodge a de-energisation request with
the Network Operator for the GDS in which the delivery pointis located.
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(c) If a de-energisation request was not lodged on a business day, then the Network Operator
must respond to the de-energisation request no later than on the next business day as if the
de-energisation request was lodged on that business day.

(d)  Upon receipt of a de-energisation request which is not valid, subject to paragraph (c), the
Network Operator must reject the de-energisation request and notify the Participant that
lodged the de-energisation request, specifying the reason why the de-energisation request is
notvalid.

(e)  Upon receipt of a valid de-energisation request, subject to paragraph (c), a Network
Operator must accept the de-energisation request and notify the User that the de-
energisation request has been accepted.

422, E!esponséio valid de-energisation 1@QUESE e [Canmerted [DM95]: Old dlause 107

(@)  Subject to clause 4.2.3, a Network Operator must (subject to law), within 2 business days
after receiving a valid de-energisation request, de-energise and undertake an actual meter
reading of the meter at the delivery point.

(b)  Within 2 business days of de-energising a delivery point under clause 4.2.1(a) or paragraph
(a), the Network Operator must:

(i) calculate the consumed energy for the delivery point using the information obtained
under paragraph (a); and

(i) changethe MIRN statusin its metering database to de-energised, and

(i) notify the User that the MIRN is de-energised and provide the User with the metering
data under clause 3.6.1, for the meter reading undertaken in accordance with
paragraph (a) and

(v)  provide to AEMO all the relevant details required for the purposes of updating the
AEMO metering database; and

(v)  provide AEMO with the metering data under clause 3.6.1, for the meter reading
undertaken in accordance with paragraph (a).

423. [)e-energisuﬁon}uiihdrawal DO G ™ [Ccmmerted [DM96]: Old dause 111

(@)  The current User for a delivery point specified in a de-energisation request may, at any time
prior to the Network Operator de-energising that delivery point, lodge a de-energisation
withdrawal notice with the Network Operator.

(b)  Ade-energisation withdrawal notice is valid only if it corresponds to an open de-energisation
request previously lodged with the Network Operator.

(c) Ifa de-energisation withdrawal notice was not lodged on a business day, then the Network
Operator must respond to the de-energisation withdrawal notice no later than on the next
business day as if the de-energisation withdrawal notice was lodged on that business day.

(d)  Upon receipt of a de-energisation withdrawal notice which is not valid, subject to paragraph
(), the Network Operator must reject the de-energisation withdrawal notice and notify the
Participant that lodged the de-energisation withdrawal notice, specifying the reason why the
de-energisation withdrawal notice is not valid.

(e)  Upon receipt of a valid de-energisation withdrawal notice, subject to paragraph (c), the
Network Operator must use reasonable endeavours to stop the de-energisation and notify
the User whether or not the delivery point has been de-energised.
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Note: Itmaynot be practicable to stop a de-energisation if the Network Operator's operator is already out inthe
field.

424, [)e-energisaﬁonbv USer (B SIC OIS ONIY ) ™ [Commerted [DM97]: Old dause 111

(@)  Thisclause 4.2.4 applies only to basic-metered delivery points, and only to the extent that a
Useris permitted by law or a contract other than these Procedures to do something
described in this clause 4.2.4.

(b)  Ifthe Userundertakes a de-energisation at a delivery point, it must at the same time
undertake an actual meter reading of the meter at the delivery point.

(c)  Within 1business day after de-energising a delivery point under paragraph (b), the User must
notify the Network Operator that the delivery point is de-energised, which notice must
specify at least the following information:

(i) the MIRN; and
(i) the date of current meter reading; and
(iiiy  the current index reading.

(d) By providing a notice to a Network Operator under paragraph (c), the person providing the
notice represents to the Network Operator and all other Participants that:

(i) the person is the current User; and
(i) the de-energisation occurred; and
(iii)  the notice is provided within the time limit specified in paragraph (c); and

(iv)  the person was authorised by law or a contract other than these Procedures to
undertake the de-energisation; and

(v)  the dataprovided in the notice is accurate.

(e)  Afterreceiving a notice under paragraph (c), the Network Operator must within 1 business
day:
(i)  calculate the consumed energy for the delivery point using the information obtained
under paragraph (c); and
(i) changethe delivery point's MIRN status to de-energised; and
(i) notify the User that the MIRN is de-energised, and provide the User with the metering

data under clause 3.6.1, for the meter reading undertaken in accordance with clause
4.2.4(b); and

(v)  provide to AEMO all the relevant details required for the purposes of updating the
AEMO metering database; and

(v)  provide AEMO with the metering data under clause 3.6.1, for the meter reading
undertaken in accordance with paragraph (b).

) If a User other than the current User undertakes a de-energisation at a delivery point, as soon
as the Network Operator becomes aware of this fact, it must as soon as practicable (and at
the User's expense) re-energise the delivery point or procure its re-energisation.

Doc Ref: 326635 <tba> 10 February 2020 Page 41 of 95



)
RETAIL MARKET PROCEDURES Za////) A E M

(SOUTH AUSTRALIA)

AUSTRALIAN ENERGY MARKET OPERATOR

425. [fAEMO doesnotreceivevalidmeteringdata {commented [DM98]: Od dause 115

(a)

(b)

If AEMO does not receive valid metering data in accordance with clause 4.2.2(b)(v) or
4.2.4(e)(v) (as applicable) within 2 business days of receiving the details under clause
4.2.2(b)(iv) or 4.2.4(e)(iv) respectively, AEMO must notify the Network Operator of this fact.

If AEMO does not receive valid metering data within a further 5 business days after notifying
the Network Operator under paragraph (a), AEMO must cancel the AEMO metering database
update and notify the Network Operator of the reason for the cancellation.

Note: ANetwork Operator wishing to reinitiate a de-energisation that has been cancelled must lodge a new
transaction.

42.6. [flvalid meterng data r@CEIVEE ..o (Commerted [DM99]: Old dlause 116

(a)

Subject to paragraph (b), upon receipt of valid relevant details and valid metering data in
accordance with clause 4.2.2(b)(v) or 4.2 4(e)(v) (as applicable) for a delivery point, AEMO
must update the AEMO metering database by changing the MIRN status to de-energised
and notify the User and the Network Operator of the updated AEMO standing data for the
delivery point.

Before updating the AEMO metering database under paragraph (a), if:

(i)  AEMO has received valid metering data under clause 4.2 8(b)(v) relating to energising
the same delivery point; and

(i) the date of re-energisation is the same date as the date of de-energisation,

then, upon receiving valid metering data in accordance with clause 4.2.2(b)(v) or 4.2.4(e)(v)
(as applicable), AEMO must cancelthe AEMO metering database update and notify the
Network Operator of the reason for the cancellation.

42.7. Re-energisingelivery DOINIS e { commented [DM100]: Old dause 117 and 118

(a)

(b)

A Network Operator.

(i)  may re-energise a delivery point when required to, or if not prevented, by lawor a
contract other than these Procedures; and

(i) must (subject to law) re-energise a delivery point if required to under clause 4.2.8; and

(iii)  must (subject to law), in response to a deemed request under clause 6.2.2(a), ifa
transfer has been marked as pending by AEMO under clause 6.6 for a de-energised
delivery point, re-energise the delivery point either:

(A)  on the earliest transfer day nominated in the transfer request for the delivery
point, if the Network Operator receives notification under clause 6.6(b)(iv) that
the transfer has been marked as pending at least 2 business days before earliest
transfer day; or

(B)  otherwise, within 2 business days after the Network Operator receives
notification under clause 6.6(b)(iv) that the transfer has been marked as
pending.

The current User for a delivery point with a MIRN status of de-energised may at any time
lodge an energisation request with the Network Operator for the GDS in which that delivery
point is located.
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If an energisation request was not lodged on a business day, then the Network Operator
must respond to the energisation request no later than on the next business day as if the
energisation request was lodged on that business day.

Upon receipt of an energisation request which is not valid, subject to paragraph (c), the
Network Operator must reject the energisation request and notify the Participant that lodged
the energisation request, specifying the reason why the energisation request is not valid.

Upon receipt of a valid energisation request, subject to paragraph (c), a Network Operator
must accept the energisation request, and notify the User that the energisation request has
been accepted.

4238. Responsdiovalid energisationrequest e { commented [DM101]: Old dause 119

(a)

A Network Operator must (subject to law), within 2 business days after receiving a valid
energisation request, re-energise the delivery point and undertake an actual meter reading of
the meter at the delivery point.

Note: ANetwork Operator's obligation to re-energise a delivery point after receiving avalid request from a User to

do so, isalso set out in section 3.1of the Gas Distribution Code issued by the Essential Services Commission of
South Australia.

Within 2 business days of re-energising a delivery point under clause 4.2.7(a) or paragraph
(a), the Network Operator must:

(i) calculate the consumed energy for the delivery point using the information obtained
under paragraph (a);

(i) changethe MIRN statusin its metering database to energised,;

(i) notify the User that the MIRN is energised and provide the User with the metering
data under clause 3.6.1 for the meter reading undertaken in accordance with
paragraph (a);

(v)  provide to AEMO all the relevant details required for the purposes of updating the
AEMO metering database; and

(v)  provide AEMO with the metering data under clause 3.6.1for the meter reading
undertaken in accordance with paragraph (a).

429. [fAEMO.doesnotreceive ValidmeteiNG A@Ia. ... ... ... { commented [DM102]: Old Qause 123

(a)

(b)

If AEMO does not receive valid metering data in accordance with clause 4.2.8(b)(v) within 2
business days of receiving valid details under clause 4.2 8(b)(iv), AEMO must notify the
Network Operator of this fact.

If AEMO does not receive valid metering data within a further 5 business days after notifying
the Network Operator under paragraph (a), AEMO must cancel the AEMO metering database
update and notify the Network Operator of the reason for the cancellation.

Note: ANetwork Operator wishing to reinstate an energisation that has been cancelled must lodge a new
transaction.

42.10. [fvalid metering datareCeIVEd ... {commented [DM103]: Old dause 124

(a)

Subject to paragraph (b), upon receipt of valid relevant details and valid metering data in
accordance with clause 4.2.8(b)(iv) and 4.2.8(b)(v) for a delivery point, AEMO must update
the AEMO metering database by changing the MIRN status to energised and notify the User
and the Network Operator of the updated AEMO standing data for the delivery point.
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(b)  Before updating the AEMO metering database under paragraph (a), if:

(i) AEMO has received valid metering data under clause 4.2 2(b)(v) or 4.2.4(e)(v) relating
to de-energising same delivery point and

(i) the date of de-energisation is the same date as the date of re-energisation,

then, upon receiving valid metering data in accordance with clause 4.2.8(b)(v), AEMO must
cancel the AEMO metering database update and notify the Network Operator of the reason
for the cancellation.

4.3. [V\eter] Upgrades e { commented [DM104]: Old dause 141

(@)  Ifacurrent Userrequests a Network Operator to upgrade a basic meter at a delivery point to
an interval meter, the Network Operator must upgrade that meter (and any associated data
retrieval infrastructure) within 20 business days after the day on which the request was
delivered to the Network Operator, or as agreed with the User, but taking into account:

(i)  access to the meter being sufficient to install the interval meter (the Network Operator
must inform the User of any access difficulties); and

(i) othersite constraints, induding confined spaces, being resolved.
(b)  Afterinstalling an interval meter at a delivery point, a Network Operator must:

(i)  provide to AEMO all the relevant details relating to the interval meter required for the
purposes of updating the AEMO metering database by 5.00 pm on the 2™ business
day after the day on whichthe meter was upgraded; and

(i) include the relevant details relating to the interval meter in its metering database by
5.00pm on the 5" business day after the day on which the meter was upgraded.

()  Nothingin this clause 4.3 permits a User to do anything it is not permitted by law or a
contract other than these Procedures to do.

4.4. Deregistration of Delivery Points

44.1. Permanentlyremovingdelivery points e { commented [DM105]: Old dause 125 and 126

(@) A Network Operator.

(i)  may permanently remove a delivery point when required to, or if not prevented, by
law or a contract other than these Procedures; and

(i) must (subject to law) permanently remove a delivery pointif required to under this
clause 4.4.1.

(b)  Subject to clause 4.4.1(c), a current User may at any time lodge a deregistration request with
the Network Operator.

(c)  Acurrent User must not lodge a deregistration request more than 20 business days before
the date on which the User requires the delivery point to be permanently removed.

442. Response fovalid deregistrafionrequest] ... eee— [Commerted [DM106]: See consdlidated PPC feedback ref
#18. d

(@)  Upon receipt of a valid deregistration request, subject to clause 4.4.1, a Network Operator
must (subject to law):

(i) accept the deregistration request; and
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(i) notify the User that the deregistration request has been accepted; and

(i)  permanently remove the delivery point and, if there is a meter installed at the delivery
point, at the same time undertake a meter reading of, and obtain the metering data
for, the delivery point, on the later of:

(A)  the date requested by the User in the deregistration request; or

(B) 5 business days after receiving the deregistration request.

Note: The reason that there may not be a meter installedat the delivery point isthat it may previously have
been removed in the course of a de-energisation.

(b)  Assoon as practicable after a delivery point has been permanently removed under 4.4.1(a)
or clause 4.4.2(a)(iii), and in any event within 5 business days, the Network Operator must:

(i)  calculate the consumed energy for the delivery point using the information obtained
under clause 4.4.2(a)(iii); and

(i) changethe MIRN statusto deregistered; and
(iiiy  notify the current User that the delivery point has been permanently removed; and

(v)  provide to AEMO all the relevant details required for the purposes of updating the
AEMO metering database; and

(v)  provide AEMO and the current User with the metering data under clause 3.6.1from,
as applicable:

(A)  the meter reading undertaken under clause 4.4.2(a)(iii); or

(B) if there was no meterinstalled at the delivery point, the meter reading
undertaken under clause 4.2.2(a) when the meter was removed unless that
meter reading was previously provided; or

(C)  if there was no meter reading previously provided or available, then provide a
final meter reading.

443, Peregistering MIRNS e { commented [DM1071: Old dause 132

Upon receipt of valid relevant details and metering data in accordance with clause 4.4.2(b)(iv) and
4.4.2(b)(v) for a delivery point, AEMO must:

(@)  update the AEMO metering database by changing the MIRN status to deregistered;

(b)  cancelall open transactions in respect of the delivery point and notify affected parties to
each cancelled transaction; and

(c) notify the User and the Network Operator of the updated AEMO standing data for the
delivery point.
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CHAPTER 5. MIRN DISCOVERY PROCESSES

5.1.

5.1.1.

52

52.1.

MIRN Discovery Request

Reques)

Subject to clause 5.1.2(a), any Retailer or AEMO may deliver a MIRN discovery request in relation to
a delivery point to a Network Operator. A MIRN discovery request must include atleast the MIRN or

the mandatory components of the discovery address for the delivery point to whichthe MIRN
discovery request relates.

Explicit informed consent]

(@)  ARetailer must not deliver a MIRN discovery request in relation to a delivery point to a
Network Operator unless the Retailer has received the explicit informed consent of the
Customer to the provision by the Network Operator to that Retailer of the information
referred to in a MIRN discovery response in respect of that delivery point.

(b)  ARetailer who delivers a MIRN discovery request in relation to a delivery point to a Network

Operator is taken to have represented to the Network Operator that the Retailer has
received the explicit informed consent of the Customer to the provision by the Network
Operator to that Retailer of the information referred to in a MIRN discovery response in
respect of that delivery point.

(c) AEMOisnotrequired to obtain the explicit informed consent of the Customer in relation to a
delivery point to the provision by the Network Operator to AEMO of the information relating

to that delivery point which is referred to in a MIRN discovery response.

Network Operator Response

ftreet/Suburb Combination Listing)
(@)  Each Network Operator must make available in an electronic form, which can be

electronically searched remotely by all Retailer and AEMO, a listing (which complies with
paragraph (b)) of every street/suburb combination that is recorded in the discovery request

of that Network Operator.

(b)  The entry relating to each street/suburb combination in the listing must exactly replicate the

mandatory components of the discovery address (other than the streetnumber or its
equivalent) as it is recorded in the metering database of the relevant Network Operator,
including without limitation:

(i) any abbreviations contained in the corresponding entry in the metering database

(e.g. St, Str, Ave, Rd);

(i) any capital and lower case letters contained in the corresponding entry in the
metering database (e.g. Danny road, mcgowan Street);

(iii)  any spaces contained in the corresponding entry in the metering database (e.g.
Nandu Street, Bella Vista, Bell avista); and

(iv)  any misspellings contained in the corresponding entry in the metering database (e.g.

Belavista, Bella-vista),

provided thatthe listing is not required to include an entry which, if it were so induded,
would exactly replicate an existing entry in that listing.

(c)  The relevant Network Operator must ensure that:
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(i) at least once every calendar month, the information required to be included in the
listing referred to in paragraph (a) is updated, so that the listing contains the details
of every street/suburb combination in respect of which a discovery address is
recorded in the metering database of that Network Operator; and

(i) the listing specifies the most recent date on which it was so updated.

(d)  Ifa Retailer or a Network Operator becomes aware of a change to the details of a discovery
address:

(i)  the Retailer must use its reasonable endeavours to provide the changed details to the
Network Operator in whose GDS the delivery point for that discovery address is
located; and

(i) the Network Operator must use its reasonable endeavours to provide the changed
details to the User who is the current User for the delivery point for that discovery
address, as soon as practicable after becoming aware of the change.

(e)  The relevant Network Operator must:

(i) ensure that where there has been an addition to existing street identifiers in the
Network Operator’s street/suburb combination listing that this new street identifier is
added to the aseXML Schema using the agreed industry change procedure for the
management of aseXML enumerated lists.

(i) where there has been an update to the enumerated list provide a notice via the FRC
HUB broadcast email distribution list that an addition to the list has been
implemented.

52.2. [COMPIEte MIRNLISHNG] ..o { commented [DM111]: Old dause 74A

(@)  Each Network Operator must use its best endeavours to update, format and deliver a new
complete MIRN listing, which is to be made available to AEMO by 5pm on the fifth business
day after the end of the calendar month or as otherwise agreed from time to time by all
relevant parties.

(b)  AEMO must make each complete MIRN listing available to all Retailers after it is received
from the Network Operator.

(c)  ARetailer must ensure that the complete MIRN listing is accessed and used solely to confirm
the relevant discovery address/MIRN details of the Customer.

(d)  The Retailer must ensure that the Customer has provided explicit informed consent to access
and use the complete MIRN listing to confirm the relevant discovery address/MIRN details of
the Customer in relation to the delivery point.

52.3. NetworklOperator RESPONSE | . s (Commented [DM112]: Old dause 75

(@)  Provided that the discovery address or the MIRN (if any) specified in the MIRN discovery
request exactly replicates (in the sense that termis used in clause 5.2.1(b)) a discovery
address, or corresponds with a MIRN, contained in the metering database of the relevant
Network Operator, the Network Operator must use its reasonable endeavours to provide to
the Retailer or AEMO (as the case may be), the information specified in the AEMO
Specification Pack in respect of the delivery point to which that discovery address or MIRN
relates (such information being identified by reference to that discovery address or MIRN).

(b)  Rrovidedthatlf the discovery address specified in the MIRN discovery request exactly
replicates (in the sense that term is used in clause 5.2.1(b)) a discovery address, of multiple
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MIRNSs contained in the metering database of the relevant Network Operator, the Network
Operator must use its reasonable endeavours to provide to the Retailer or AEMO (as the
case may be), the MIRN, meter number and discovery address for up to the first 99 delivery
points to which that discovery address relates (such information being identified by reference
to that discovery address). If there are 100 or more MI/RNs contained in the metering
database of the relevant Network Operator with a matching discovery address, then the
Network Operator must also advise the Retailer or AEMO (as the case may be) of this fact.

(c)  Ifthe discovery address or the MIRN (if any) specified in a MIRN discovery request does not
exactly replicate (in the sense that termis used in clause 5.2.1(b)) a discovery address, or
correspond to a MIRN, contained in the metering database of the relevant Network
Operator, the Network Operator must use its reasonable endeavours to notify the Retailer or
AEMO (as the case may be) of that fact.

5.3, [AssSiStaNCe iN SEArCNING {Commented [DM113]: Old dause 76

(@)  If, pursuant to clause 5.2.3(c), a Retailer or AEMO is notified that the discovery address or
MIRN relating to the delivery point in respect of which a MIRN discovery request has been
made cannot be found in the metering database of the relevant Network Operator, the
Retailer or AEMO (as the case may be) may request that the Network Operator assist in the
location of thatdiscovery address or MIRN in that metering database, in which case the
Network Operator must use its reasonable endeavours to provide that assistance:

(i)  where the request for assistance is made before midday on a day that is a business
day — by 5.00 pm on that business day; and

(i) where the request for assistance is made on or after midday on a day that is a
business day, or on a day that is not a business day —by 5.00 pm on the next business
day after the day on whichthe request is made.

(b)  Forthe avoidance of doubt, paragraph (a) only requires the Network Operator to use its
reasonable endeavours to assist the Retailer or AEMO to obtain the discovery address or
MIRN relating to the relevant delivery point, for the purposes of enabling the Retailer or
AEMO to make a further MIRN discovery requestin relation to that delivery point.
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CHAPTER 6. CUSTOMER TRANSFER PROCESS

6.1. Infroduction

6.1.1. Fenerﬂﬂ ______________ [Ccmmerted [DM114]: Old clause Div3.3.1which is before
clause 77

(@)  This Chapter deals with the transfer of Customers from one User (current User) to another
User (incoming User). In legal terms this is achieved by transferring gas deliveries at a
delivery point from the current User to the incoming User.

(b)  In parallel to the transfer process under these Procedures, the incoming User needs to
negotiate with the Network Operator either to agree suitable amendments to its haulage
contract to reflect the addition of a delivery point, or to agree a haulage contract. These
matters are dealt with under the Access Arrangement. The incoming User may need to deal
with other matters as well, such as licensing.

602 FTQNSEE @MONS e { commented [DM115]: Old dause 77

(@)  If, dueto a transfer error or otherwise, the wrong User is recorded in AEMO's metering
database as the current User, then AEMO and the affected Users must cooperate to correct
this error by either:

(i) a Userlodging an error correction notice under clause 9.1.1(b); or

(i) a Userlodging a new transfer requestin respect of the delivery point and entering
into an agreement under clause 6.1.2(b), but to avoid doubt the correcting transfer
must have only prospective effect.

(b)  Subject to Participants’ obligations under clause 9.1.1 to lodge an error correction notice in
respect of an incorrect transfer request, Participants may enter into agreements if they
cannot meet the requirements under clause 9.1.2 to lodge a valid error correction notice, to
address or correct transfers which should have occurred but did not, or which occurred but
should not have, or were otherwise in error.

Note: The purpose of clause 6.1.2(b) is to permit “off-market” correcting transactions. For example, if the transfer
day isin error.

6.1.3. ﬁxpliciﬂinformed consent e [Cornmerl:ed [DM116]: Old clause 79

(@)  Before lodging a transfer request with AEMO in respect of a delivery point, an incoming User
must obtain the explicit informed consent of the Customer to the requested transfer.

Note: This consent may include consent for the purposes of clause 6.2.2(a).

(b) By lodging a transfer request with AEMO, the incoming User represents to AEMO that the
incoming User has complied with paragraph (a).

(c)  Theincoming Useris taken to make the representation in paragraph (b) at the time of
lodging the request and on each day that the transfer request is open.

(d)  This clause does not apply where the incoming User is a Self Contracting User.

6.14. fncominglUsermay.0dge O iraNSTELIQAUESE ..o { commented [DM117]: Old dause 80

(@)  Subjectto clause 6.1.3 and paragraphs (b) and (c), an incoming User may lodge a transfer
request with AEMO on any day.
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(b)  An incoming User may lodge a transfer request for a prospective transfer date where an
applicable cooling-off period is yet to expire, provided that the transfer request will only
complete after the cooling off period has expired.

() [An] incoming User that is a Self Contracting User may only lodge a transfer request in respect .- [c,,mmerted [DM118]: See consolidated PPC feedback item
of a delivery point at which it_or its related body corporate to whomiit sells gas, is the ref #23A
Customer.

d) By lodging a transfer request with AEMO, the Self Contracting User represents to AEMO that

the Self Contracting Useristhe Customer for the delivery point to which the transfer request
relates is:

() the Self Contracting User itself, or

(i) _its related body corporate to whom that Self Contracting User sells gas at the delivery
point.

6.2. The Transfer Request

620, FraNStEr@QUESE (Commented [DM119]: Old dause 81

(@)  Atransfer request must specify at least the following information:
(i) the MIRN;
(i) the earliest transfer day; and

Note: Unless a special meter reading is requested, the transfer of a basic-metered delivery point will take
effect at the time of the next scheduled meter reading which occurs on or after the earliest transfer day,
provided a validated actual meter reading is generated at that time.

Note: Under clause 6.2.3(a)(i), an earliest transfer day must be no earlierthan 5 business days after the date
on which the transfer request is lodged (except where itisfor a move in) and within the allowable period.

Note: Fora move in, the transfer will take effect on the move indate or if there isno deemed meter reading
or a special meter reading cannot be obtained on the move indate, itwill take effect at the time a special
meter reading is obtained under clause 6.5.2.

(iliy  whether the requested transfer is a move in.

(b) By lodging a transfer request that is specified to be a move in, an incoming User represents
to AEMO that the transfer request relates to a move in.

(c)  An incoming Useris taken to make the representation in paragraph (b) at the time of
lodging the transfer request for a move in and on each day that the request is open.

62.2. Eransfeﬂ request deemed to be arequest for et aiN BUIDOS S e [ Commented [DM120]: Old clause 82

By lodging a transfer request, the incoming User is deemed to have requested the Network
Operator, as part of the transfer process:

(a)  if a basic-metered delivery point is de-energised — to re-energise it; and

(b) if the transfer request is cancelled after a re-energisation has occurred under clause
4.2.7(a)(iiiy— to de-energise it again; and

(c) ifthe transfer request is for a movein at a basic-metered delivery point — to undertake a
special meter reading under clause 6.5.2(a).

6.2.3. Fequirementﬁfor e LS e LU= S — [c‘mme,ted [DM121]: Old dause 83

(@)  Atransfer request is valid only if:
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(i)
(iii)
(iv)

(vi)
(vii)
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the delivery point exists within AEMO's metering database;

the MIRN status is energised or de-energised,

there is not, in relation to the delivery point, an open transfer request;

there is not, in relation to the delivery point, an open error correction transaction;

the incoming User is registered as a User and has a contract with a shipper for the
haulage of gas to that delivery point;

if itis for a move in — the delivery point is basic-metered; and

the earliest transfer day is within the allowable period and occurs:

(A

(B)

if the transfer request is not for a move in — no earlier than 5 business days
after the date on which the transfer request is lodged; and

if the transfer request is for a move in — no earlier than the date on which the
transfer request is lodged.

Upon receipt of a transfer request which is not valid, AEMO must reject the transfer request
and notify the incoming User that the transfer request has been rejected, specifying the
reason why the transfer request is not valid.

624, Eiesponsé to valid transfer request

(a)

Upon receipt of a valid transfer request, AEMO must accept the transfer request and:

0}

(ii)

(iii)

notify the incoming User that the transfer request has been accepted, specifying at
least the following details:

(A
G)

the unique identifier assigned by AEMO to the transfer request; and

the process time of the transfer request;

notify the Network Operator that the transfer request has been accepted, specifying at
least the following details:

Q)
(B)
(@]
(®)
(B)
F

the MIRN; and

the incoming User; and

the earliest transfer day; and

whether the transfer request is for a move in; and
the process time of the transfer request; and

the unique identifier assigned by AEMO to the transfer request;

notify the current User that the transfer request has been accepted, specifying at least
the following details:

(A)

the MIRN; and

the earliest transfer day; and

whether the transfer request is for a move in; and
the process time of the transfer request; and

the unique identifier assigned by AEMO to the transfer request; and
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(iv) ifthe transfer request is not for a move in, suspend the transfer request until lapse of
the transfer objection resolution period.

(b)  In normal circumstances AEMO will not notify the current User of the identity of an incoming
User, however AEMO may do so where it judges, in its absolute discretion, that it is
necessary to do so for the purpose of resolving any issue or dispute.

()  AEMO may also, in its absolute discretion, for the purpose of resolving any issue or dispute
in relation to the transfer request, provide the incoming User with any information AEMO
receives in writing from the current User in relation to the transfer request.

(d)  Forthe purposes of paragraph (c), AEMO must provide the incoming User with the
information AEMO receives, in the same format as AEMO received the information from the
current User, provided that it is a format contemplated by these Procedures or the AEMO
Specification Pack.

6.3. Objection to Transfer (Other than a Move In)

Note: The next step for a transfer that isa move in appears at clause 6.4.1.

63.1. E‘leiwork]Operoior may object to transfer otherthanamovein { commented [DM123]: Old dlause 86 and 83

(@)  Before the expiry of 2 business days after the process time notified under clause 6.2.4(a) (i), if
the transfer request is not for a move in, a Network Operator may lodge a transfer objection
with AEMO on the ground that the incoming User has not entered into a haulage contract in
respect of the delivery point and its meter with the Network Operator.

(b)  Atransfer objection under paragraph (a) must correspond to an open transfer request.

(c)  Upon receipt of a transfer objection which is not valid, AEMO must reject the transfer
objection and notify the Participant that lodged the transfer objection, specifying the reason
why the transfer objection is not valid.

6.32. Response}o valid fransfer OBI@CHON . .. { Commented [DM124]: Old dause 0

Upon receipt of a valid transfer objection, AEMO must accept the transfer objection and notify the
incoming User and the Participant that lodged the transfer objection that the transfer objection has
been accepted, specifying at least:

(@)  details of the transfer request to which the transfer objection relates; and

(b)  the process time of the transfer objection.

6.3.3. ENiihdrawa] (o] B (o113 {=] de] o {=Tox To] o W [Commerted [DM125]: Old dause 91and 92

(@)  Before the expiry of 3 business days after the process time notified under clause 6.3.2, a
Participant that lodged a transfer objection may lodge a transfer objection withdrawal notice
with AEMO.

(b)  Atransfer objection withdrawal notice lodged by a Participant must correspond to the open
transfer objection previously lodged by that Participant.

(©) Upon receipt of a transfer objection withdrawal notice which is not valid, AEMO must reject
the transfer objection withdrawal notice and notify the Participant that lodged the transfer
objection withdrawal notice, specifying the reason why the transfer objection withdrawal
notice is not valid.
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6.34. Responsdtovalid fransfer objectionwithdrawalnotice e {commented [DM126]: Old dause 93

Upon receipt of a valid transfer objection withdrawal notice, AEMO must accept the transfer
objection withdrawal notice and:

(@)  cancelthe transfer objection; and

(b)  notify the incoming User and the Participant that lodged the transfer objection withdrawal
notice, specifying the details of the transfer objection to which the transfer objection
withdrawal notice relates.

6.3.5. [ﬂ'rransfer OB G O MO W N T WY e ™ [Cu'nme[ted [DM127]: Old dause 94

If AEMO
(@)  receives a valid transfer objection; and

(b)  does not receive a valid transfer objection withdrawal notice within the time period specified
under clause 6.3.3(a),

then AEMO must:
(c)  before the start of the next business day, cancel the transfer request; and

(d)  notify the incoming User, the current User and the Network Operator that the transfer
request has been cancelled.

Note: Anincoming User wishing to reinitiate a transfer request that has been cancelled must lodge anew transfer
request.

6.4. ENifhdrawal Jof TranSier ROQUESE { commented [DM128]: Old dlause 95 and %

6.4.1. Incoming User may withdraw transfer request

(@  An incoming User may withdraw a transfer request for a basic-metered delivery point at any
time before AEMO issues a transfer confirmation by lodging a transfer withdrawal notice with
AEMO.

(b)  An incoming User may withdraw a transfer request for an interval-metered delivery point at
any time up to two business days before the earliest transfer day specified in the transfer
request by lodging a transfer withdrawal notice with AEMO.

(c)  Atransfer withdrawal notice must correspond to an open transfer request previously lodged
by the incoming User.

(d)  Upon receipt of a transfer withdrawal notice which is not valid, AEMO must reject the
transfer withdrawal notice and notify the Participant that lodged the transfer withdrawal
notice, specifying the reason why the transfer withdrawal notice is not valid.

6.42. Responseto valid fransfer withdrawalnoBice ... (Commented [DM129]: Old dause 97

Upon receipt of a valid transfer withdrawal notice, AEMO must accept the transfer withdrawal
notice and:

(@)  cancelthe transfer request; and

(b)  notify the current User, the incoming User and the Network Operator.
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6.5. [AEMO-Marks-Move lins Pending-as-pending

Commented [DM130]: See PPC consolidated feedback Ref
#24

6.5.1. Marking a move in as pending H"'[Cornmerted [DM131]: Old clause 98

If AEMO receives a valid transfer request for a move in, AEMO must:
(@  mark the move in as pending; and

(b) notify the incoming User, the current User and the Network Operator that the move in is
pending.

6.5.2. Neiwork] Operator may be required to undertake special meter reading fora movein .- [ Commented [DM132]; Old clause 99

(@)  Ifatransfer requestis for a move in and:

(i)  the Network Operator reasonably determines thatthere is no prospect of detemining
a deemed meter reading under clause 3.1.3, for the earliest transfer day; and

Note: The Network Operator may make this determination if it determines that there is unlikely to be a
validated scheduled meter reading or special meter reading in the 10 days before the move in.

(i) no scheduled meter reading is scheduled for the earliest transfer day; and

(iii)  no special meter reading has been requested (at least 2 business days prior to the
earliest transfer day) by the User, for the earliest transfer day,

then the Network Operator must undertake a special meter reading:
(v)  on the earliest transfer day; or

(v) ifthe earliest transfer day is less than 2 business days after AEMO gives notice under
clause 6.5.1(b) that the transfer is pending — within 2 business days after receipt of
the notice.

(b)  Ifatransfer request is for a move in and either:

(i) a scheduled meter reading is scheduled for, or not more than 10 days before, the
earliest transfer day; or

(i) aspecial meter reading has been requested (at least 2 business days prior to the
earliest transfer day) for, or not more than 10 days before, the earliest transfer day by
either the current User or the incoming User; or

(iiiy  the Network Operator is required to undertake a special meter reading under
paragraph (a)(iv) or (a)(v);

and the Network Operator fails to obtain a meter reading under at least one of sub-
paragraphs (i), (ii) or (iii), then the Network Operator must notify the incoming User of the
failure by the end of the next business day.

(c)  If, within 3 business days after notifying the incoming User under paragraph (b), the Network
Operator receives a request fromthe incoming User to undertake a special meter reading for
the delivery point the subject of the transfer request, the Network Operator must undertake a
special meter reading as soon as practicable.

(d)  If AEMO does not receive an actual meter reading or a substituted meter reading within 7
business days of the earliest transfer day, then AEMO must:

(i) cancel the transfer request; and

(i) notify the incoming User, the current User and the Network Operator that the transfer
request has been cancelled.
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6.6. [AEMOMearksOther Transfers-as Pending ....{ Commented [DM133]: Old dause 100

Commented [LT134]: See PPC consolidated feedback Ref

(@)  Thisclause 6.6 applies if AEMO receives a valid transfer request that is not for a move in. A[#24

(b) If AEMO:
(i) does not receive a valid transfer objection; or

(i) receives a valid transfer objection and also a valid transfer objection withdrawal
notice,

then AEMO must upon the lapse of the transfer objection resolution period:
(iiiy  mark the transfer request as pending; and

(v)  notify the incoming User, the current User and the Network Operator that the transfer
request is pending.

6.7. @\ctual] Meter Reading for Transfer of Basic-Metered Delivery Points .- {commented [DM135]: Old dause 101

(@)  Ifatransfer request for a basic-metered delivery point is pending and AEMO receives
metering data under clause 3.6.1 based on an estimated meter reading, AEMO must within
24 hours notify the incoming User and current User that the transfer cannot take place until
AEMO receives metering data based on a validated actual meter reading for the delivery
point.
Note: The Network Operator may provide AEMO with metering data for an actual meter reading for the delivery
point at any time. However, if that meter reading istaken after the allowableperiod has elapsed, AEMO will have
already cancelled the transfer request.

(b)  If atransfer request for a basic-metered delivery point is pending and AEMO does not receive
metering data based on an actual meter reading for the delivery point within the allowable
period, then within 24 hours of the lapse of the allowable period AEMO must:

(i) cancel the transfer request; and

(i) notify the incoming User, the current User and the Network Operator that the transfer
request is cancelled.

Note: Anincoming User wishing to reinitiate a transfer request that has been cancelled must lodge anew transfer
request.

6.8. Transfer Takes Effect

6.8.1. Requirementgfor a fransfer confImIGON ... (Commented [DM136]: Old dause 102

A transfer confirmation must specify at least the following information:
(@) the MIRN;
(b)  the transfer day;,

(©)  inthe notice to the Network Operator and the current User for that delivery point, the
identity of the incoming User; and

(d) in the notice to the incoming User who delivered the transfer request to AEMO for that
delivery point, the identity of the current User.

682 NGNS O e { commented [DM1373: Old dause 103

(@)  Ifatransferis pending for a basic-metered delivery point and AEMO receives metering data
based on an actual meter reading for the delivery point.
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(i) within the allowable period; and
(i) which would result in the transfer day being on or after the earliest transfer day,

then the transfer takes effect as from the transfer time, and AEMO must give a transfer
confirmation to the incoming User, the Network Operator and the current User by:

(iiiy  if AEMO received the metering data before 500 pm on a day — before the start of
the next gas day; and

(v)  otherwise — before the start of the second gas day after receipt of the metering data.

Note: The transfer day isthe gas day upon which the actual meter reading is obtained. The incoming User is
responsible for all transportation and haulage charges to and all gas withdrawals from the delivery point from the
beginning of the transfer day.

Note: Upon accepting metering data under this clause, AAMO must update its metering database.

(b)  Ifatransferis pending for an interval-metered delivery point, then the transfer takes effect as
from the transfer time, and AEMO must give a transfer confirmation to the incoming User,
the Network Operator and the current User after the transfer time.

(©) Upon receipt of a transfer confirmation, the Network Operator must:

(i)  with effect from the transfer time, record the incoming User in the metering database
as the entity which is withdrawing gas at the delivery point; and

(i) within 24 hours provide to the incoming User:
(A)  the MIRN standing data and the meter standing data; and

(B)  fora basic-metered delivery point only, the index reading from the metering
data AEMO received for the delivery point under clause 3.6.1, as referred to in
paragraph (a).
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CHAPTER 7. RETAILER OF LAST RESORT

7.1, Customer Details Database e { commented [DM138]: Old dause 408

(a)

(b)

AEMO must create, maintain and administer a database to store Customer details provided
to AEMO under this clause.

Each User must update, format and deliver a new complete Customer listing to AEMO by the
end of the tenth business day after the end of the calendar month.

By the twelfth business day after the end of the calendar month, AEMO must:
(i) validate that:
(A)  all mandatory fields as defined in the complete Customer listing are populated;

(B)  foreach MIRN,the current User identified in the complete Customer listing
corresponds to the current User identified in AEMO’s metering database as at
the extraction date;

(i) store the complete Customer listing in a secure database and archive previous
versions of the complete Customer listing;

(iiiy  where a complete Customer listing fails validation, notify the relevant User of the
failure.

7.2. RolLR Event

72.1. Cancellafionland acceleration of Customertransfers e (Commented [DM139]: Old dause 410

Where a RoLR event has occurred, AEMO must, in relation to a transfer request that is lodged or
pending:

(a)

where failed Retaler is the incoming User, cancel the transfer request and deliver a notice of
the withdrawal of the transfer request to the current User, the incoming User and the
Network Operator for the delivery point to which the transfer request relates before the RoLR
transfer date;

where the failed Retailer is the current User for the delivery point subject to the transfer
request, and the transfer request is not a move in, accelerate the transfer request and deliver
a transfer confirmation to the incoming User, the User and the Network Operator for the
delivery point to which the transfer request relates before the RoLR transfer date;

where the failed Retailer is the current User for the delivery point subject to the transfer
request, and the transfer request is a move in:

(i) if the transfer day is ten days or less after the RoLR transfer date, accelerate the
transfer request and deliver a transfer confirmation to the incoming User, the User and
the Network Operator for the delivery point to which the transfer request relates
before the RoLR transfer date; or

(iiy  ifthe transfer day is more than ten days after the RoLR transfer date, allow the
transfer request to be processed as normal and include the MIRN relating to that
transfer request in AEMO's metering database update process described in clause
7.2.2.
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722,

723.

724

7.25.

7.2.6.

AEMO|metering database update e (Commented [DM140]: Old dause 41

Before the RoLR transfer date, for each MIRN for which the failed Retailer is recorded as the current
Userand to which clause 7.2.1 does not apply, AEMO must amend its metering database by
recording the designated RoLR as the current User.

[‘leiwork]ODerctor metering database Update e { commented [DM141]: Old dause 412

The Network Operator must:

(@)  foreach MIRN for which the failed Retailer is recorded as the current User and to which
clause 7.2.1 does not apply, amend its metering database by recording the designated RoLR
as the current User; and

(b)  provide AEMO with a report of the details of each MIRN that has been updated in the
metering database.

DAIGIEXCIANGE ..o { commented [DM142]: Old dause 414

Before the RoLR transfer date, AEMO must provide to:

(@)  each designated RoLR a file containing Customer details using the most recently received
complete Customer listing for the MIRNs for which they have become the current User, in
accordance with the AEMO Specification Pack; and

(b)  the Network Operator a file containing details of the MIRNs where, in accordance with
clause 7.2.2, AEMO has updated AEMO's metering database with the designated RoLR as the
current User, in accordance with the AEMO Specification Pack.

DatalExchange from Falled REFAIET. e (Commented [DM143]: Old dause 414

Before the RoLR transfer date, the failed Retailer or its insolvency official must provide each
designated RolR a file containing Customer details for the MIRNs for which that designated RoLR
will become the current User, in accordance with the AEMO Specification Pack.

MetedReadingand Account Creation e { commented [DM144: 0ld dause 415

(@)  Where the failed Retailer is not the local area retailer for a MIRN included in a file provided
by AEMO under clause 7.2.4(b), the Network Operator must:

(i) calculate an estimated meter reading for the RoLR transfer date and provide it to
AEMO as an actual where the MIRN refers to a basic meter;

(i) calculate an estimated meter reading for the RoLR transfer date and provide it to the
failed Retailer where the MIRN refers to a basic meter;

(iiiy  calculate the consumed energy for the RoLR transfer date and provide it to AEMO as
an actual where the MIRN refers to a basic meter;

(v)  calculate the consumed energy for the RoLR transfer date and provide it to the failed
Retailer where the MIRN refers to a basic meter; and

(v)  provide the designated RoLR with the data required under clause 6.8.2(c)(ii),

and that information is to be provided in accordance with the AEMO Specification Pack as
soon as practicable but no later than 4 days after the day on which the RoLR transfer date
ends.
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(b)  Where the failed Retailer is the local area retailer for a MIRN included in a file provided by
AEMO under clause 7.2.4(b), the Network Operator must:

(i) calculate an estimated meter reading for the RoLR transfer date and provide it to
AEMO as an actual where the MIRN refers to a basic meter;

(i) calculate an estimated meter reading for the RoLR transfer date and provide it to the
failed Retailer where the MIRN refers to a basic meter;

(iiiy  calculate the consumed energy for the RoLR transfer date and provide to AEMO as an
actual where the MIRN refers to a basic meter;

(iv)  calculate the consumed energy for the RoLR transfer date and provide it to the failed
Retailer where the MIRN refers to a basic meter;

(v)  provide the designated RoLR with the data required under clause 6.8.2(c)(ii),

and that information is to be provided in accordance with the AEMO Specification Pack as
soon as practicable, but no later than 8 days after the day on which the RoLR transfer date
ends.

727. Updategto EsHmated MeterREAAING ... (Commerted [DM145]: Old dawse 416

(@)  The Network Operator must provide any updates to estimated data provided under clause
7.2.6 to AEMO, the failed Retailer and the designated RoLR.

(b)  The updates must be provided as soon as it is practical to do so, but in any event no later
than the 425th gas day after the end of the month in which the RoLR transfer date occurs.

7.2.8. BerviCE Order PIOCESSES | e (commented [DM146]: Old dause ref 417

(@)  Where a Network Operator has not yet completed service orders that were initiated prior to
the RoLR transfer date by a failed Retailer who is not a local area retailer; the Network
Operator in accordance with the AEMO Specification Pack must provide a service order in
flight report to the designated RoLR by the next calendar day.

(b)  Where a Network Operator has not yet completed service orders that were initiated prior to
RoLR transfer date by the failed Retailer who is the local area retailer; the Network Operator
in accordance with the AEMO Specification Pack must provide a service order in flight report
to the designated RoLR as soon as practicable but no later than 4 calendar days after the
RoLR transfer date

7.2.9. [NdUSTYIreCONGIG O DO G e { commented [DM147: Old dause 418

By the 65th business day after the day on which the RoLR transfer date ends and after consulting
with affected Users and the Network Operator, AEMO must determine if an industry reconciliation
program is required.

Note: This clause places an obligation on AEMO to determine the need for a reconciliation of the Customer transfers that
have occurred during a RoLR event to ensure that Customers have indeed been transferred to the correct Retailer of Last

Resort and that the Network Operator, Users' and AEMO's databases are aligned. The intention isto perform an exercise
that would identify and correct any errors. This will alsomeet 5172 of the NERL.
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CHAPTER 8. ALLOCATION AND RECONCILIATION

8.1. Infroduction

8.1.1. pveWiqund [e] ol ol [Teto ] (Te] | N [Ccmmerted [DM148]: Old Chapter 5 note at start of chapter ]

This Chapter 8 assumes that the allocation and reporting arrangements for each part the GDS will
continue for each sub-network supplied by a single transmission pipeline. However, for the
allocation, reconciliation and reporting arrangements, these Procedures distinguish between
allocations for an STTM sub-network and the separate allocations for each remaining sub-network
which will continue to operate under these Procedures.

8.1.2. EXEMPISUBIEIWOIKS e { commented [DM149]: Old dause 171A )

(@)  This Chapter does not apply in respect of:
(i) a farm tap sub-network; or
(i) an uncovered sub-network.
(b)  If a Network Operator of a sub-network identified in paragraph (a) becomes aware that:

(i) in the case ofa farm tap sub-network — it is proposed to add one or more delivery
points to the existing delivery point; and

(i) inthe case of an uncovered sub-network— it is proposed that the sub-network
become a covered pipeline as defined in the Law or subject to any other third party
access regime under a law or under an instrument having effect under a law,

the Network Operator must advise AEMO of the proposal and provide AEMO with
information in reasonable detail regarding the proposal as soon as practicable.

8.13. §hippej,,r,e,,gi§tg,r .............. { commented [DM150]: Old dause 173 )

(@)  AEMO must establish a shipper register for the purposes of this Chapter 8:

(i) which sets out for each User for each sub-network a list of the shippers that have
provided a valid listing request to AEMO; and

(i) subject to this Chapter 8, the contents of which AEMO must keep confidential.
(b)  Ashipper may at any time directly or through an agent provide:

(i) a request (“listing request”) to AEMO to list it in the shipper register in respect of a
User and a sub-network from a specified effective date; or

(i) arequest ("delisting request”) to AEMO to remove its listing from the shipper register
in respect of a User and a sub-network from a specified effective date.

(© A listing request by a shipper under paragraph(b) is a statement by the shipper that the
shipper agrees to be listed fromtime to time in the User’s allocation instruction in respect of
the User's gas injections into the sub-network, and must include a written confirmation from
the transmission pipeline operator that the shipper has a gas transmission contract in the
transmission pipeline.

Note: Foran STTM sub-network, a User is not required to nominate a shipper.

(d)  Upon receipt of a valid listing request or a delisting request, AEMO must update the shipper
register accordingly:
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(e)

(h)

(i)  where therequest is received from a shipper:

(A)  where the effective date is within 2 business days of the date of the listing
request or delisting request — as soon as practicable, and in any event before
the end of the business day on which AEMO receives the listing request or
delisting request, to apply at the latest in respect of the gas day starting 2
business days later; and

(B)  where the effective date is 2 business days from the date of the listing request
or delisting request or later — to apply in respect of the first gas day after the
effective date.

If requested by a transmission pipeline operator, AEMO must as soon as practicable advise
the transmission pipeline operator of all shippers listed in the shipper register in respect of a
gate point which interconnects the transmission pipeline operator's transmission pipeline and
a sub-network.

If a shipper does not have a gas transmission contract in a transmission pipeline, the
transmission pipeline operator may give a notice (“removal request”) to AEMO requesting
AEMO to remove the shipper from the shipper register for the transmission pipeline.

By providing a removal request, the transmission pipeline operator represents to AEMO that
the shipper named in the removal request does not have a gas transmission contract in the
transmission pipeline.

On receipt of a removal request, AEMO must:

(i) as soon as practicable and in any event within 12 hours, advise the shipper and each
Userin respect of which the shipper is listed in the shipper register that, on the
transmission pipeline operator's request, the shipper will be removed from the shipper
register in respect of the gate point which interconnects the transmission pipeline and
the sub-network; and

(i) remove the shipper from the shipper register in respect of the gate point which
interconnects the transmission pipeline and the sub-network as soon as practicable
and in any event before the end of the business day on which AEMO receives the
notification from the transmission pipeline operator, to apply at the latest in respect of
the gas day starting 2 business days later.

8.1.4. Notiona) gate points

(a)

(a)

If there is more than one physical interconnection between a given sub-network and a
transmission pipeline, then for the purposes of this Chapter 8, all of those physical points of
interconnection are treated as a single (notional) gate point between the transmission
pipeline and the sub-network.

If there is only one physical interconnection between a given sub-network and a
transmission pipeline, then for the purposes of this Chapter 8, that physical point of
interconnection is treated as the gate point.

) AEM

Y MARKET OPERATOR

.............. { commented [DM151]: Old dause 174

.............. [Cu'nmerted [DM152]: Old dause 175

Subject to paragraphs (b) to (d), a transmission pipeline operator may:
(i)  operate agate point on any of the following gate point control systems:

(A)  pressure control;
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(b)

©

(e)

(f)

8.1.6. [Calculation|of Neating dEGIEE AAY. ... (Commerted [DM153]: Old dawse 177

(a)

(b)

(B)  flow profile control;
(C)  flow ratio control;
(D)  market responsive flow control;

(i) change the control system it is operating for a gate point, provided that not later than
20 business days before it changes the control system it notifies AEMO and each
Network Operator of the control system it proposes to operate for its gate point after
the date on which it changes the control system; and

(iii)  adopt additional control measures for the control system it is operating for a gate
point on a temporary intra-day basis in order to maintain transmission pipeline
integrity or manage transmission pipeline operational emergencies, if the failure to
change the control system would result in material damage to the transmission
pipeline or a more extensive disruption or curtailment of gas supply.

A transmission pipeline operator must not:

(i) operate a gate point on a pressure control system if any other gate point that delivers
gas to the same sub-network as that gate point is operated on a pressure control
system; or

(i)  operate a gate point on a control system other than a pressure control systemif no
other gate pointthat delivers gas to the same sub-network as that gate point is
operated on a pressure control system.

If a transmission pipeline operator wishes to operate a gate point on a control system other

than a control system specified in paragraph (a)(i), it must first consult with Participants and
AEMO to develop changes to these Procedures that are consistent with the proposed form
of gate point control systemin order to ensure that the implementation of the new control

system would not prevent these Procedures from operating.

If a transmission pipeline operator wishes to change the control system for a gate point, it
must use its reasonable endeavours to consult with all shippers operating in the sub-network
connected to the affected gate point at least 15 business days before the change takes place
to take into account the possible impact of the proposed change on Participants and having
due regard to maintaining an open and competitive environment.

A transmission pipeline operator may, for the purposes of complying with its obligations
under paragraph (d), request AEMO to notify it of the identity of all shippers operating in the
sub-network.

AEMO must comply with a request from a transmission pipeline operator under paragraph
(e) within 3 business days of receiving the request.

In performing the calculations under this clause 8.1.6, AEMO must use the values set out in
the Register of Weather Related Information for the coefficients C;to Cginclusive.

Following a change in the source of weather data used, AEMO must:

(i) review the impact of these changes on the value of each and advise the industry
reference group established by AEMO, such as the Gas Retail Consultative Forum or a
successor group or committee of the review outcome; and

(i) ifthe review determines that the coefficients are no longer suitable, recalculate the
value for each coefficient using linear regression of historic weather data, and update
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8.2.1.

82.2.
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the Register of Weather Related Information in accordance with Appendix B if required
to reflect the recalculated coefficient values.

() In performing calculations under this clause 8.1.6, unless otherwise specified, AEMO must
use the most recent available weather data prior to the time of calculation, which it must
obtain from the Australian Bureau of Meteorology or another external agency, reasonably
determined by AEMO to be a suitable supplier of weather data for each of the following
weather data items:

(i)  the maximum air temperature for a HDD zone for a gas day, or forecast for a gas day,
in degrees Celsius (" Tra");

(i) the minimum air temperature for a HDD zone for a gas day, or forecast for a gas day,
in degrees Celsius (“T,,,"); and

(iiiy  the hours of sun forecast for a HDD zone for a gas day ("Hgu").

(d)  Foreach gas day D for each HDD zone, AEMO must, in accordance with the applicable
provisions of paragraph (e):
(i) by 17 hours before the end of gas day B-D, calculate the forecast heating degree day
for gas day D+1for use in clause 8.4.4; and

(i) by 4 hours after the end of gas day D, calculate the actual heating degree day for gas
day D for usein clause 8.6.6.

(e)  Inthisclause 8.1.6, for each HDD zone and for each gas day D, the relevant values of EDD,
average temperature, total sun hours, proxy ground temperature, actual heating degree day,
forecast EDD and forecast heating degree day are calculated in accordance with Appendix C.

User Obligations for Non-STTM Sub-networks
Clause 8.2 does not apply to an STTM sub network.

fnjections}o match reQUIred WINGIGWGIS ..o (Commented [DM1543: Old dause 178 and 180

(@)  Foreach sub-network for each gas day, a User must procure the injection into the sub-
network of an amount of gas equal to its good faith estimate of its likely User's required
withdrawals for the sub-network for the gas day.

(b)  Itis recognised that at any point in time the quantity of gas that the User has injected or
procured for injection into a sub-network is unlikely to precisely equal the quantity of gas
withdrawn by the User from the sub-network. However, the User must ensure that the
quantity of gas that the User has injected or procured for injection into a sub-network equals
the quantity of gas withdrawn by the User from the sub-network in accordance with this
Chapter.

(c) To avoid doubt, paragraph (a) may require a User to procure the injection into the sub-
network of a negative amount of gas on a gas day.

Note: Any negative injection requirement may be resolved between the User and its related shipper, between the
shipper and the transmission pipeline operator or by an arrangement with another User.

Elsers]colleciively to keep SUB-NetWOTK BIESSUISOd e [ Commented [DM155]: Old dlause 182

(@)  Each User must ensure that its, and its related shippers', conduct (including conduct within a
gas day) does not:
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(i)  jeopardise gas injections into the sub-network in such a way that the sub-network's
system pressure is threatened; or

(i) impede a Network Operator's ability to ensure that the system pressure in a sub-
network is maintained.

(b)  Without limiting this clause 8.2.2, a User must ensure that its intra-day gas flows do not:
(i)  jeopardise the operation of the sub-network; or

(i) causethe obligation to keep the sub-network pressurised to fall disproportionately on
other parties.

(c)  AUser's obligation under this clause to keep the sub-network pressurised applies to that
Userin respect of that User's aggregate gas withdrawals out of the sub-network on a gas
day, as a proportion of the total gas withdrawals.

(d) A User's obligations under this clause 8.2.2 are owed:

(i)  toevery other User who injects gas into the sub-network on a gas day, jointly and
severally; and

(i) to the Network Operator.

823. [Jser‘s;l MO Y O VGl O O ™ [c‘mme.ted [DM156]: Old dlause 184A

(@)  Within 7 gas days after the end of each month, AEMO must notify each User of its “monthly
interval-meter load percentage” (MILP") for each sub-network for the month, calculated
under clause 8.2.3(b), and AEMO must use the MILP in its calculations under clause 8.2.4
and for each gas day after the gas day on which the notice is given until AEMO notifies the
User of a new MILP under this clause.

(b)  Foreach User for each sub-network for each month, AEMO must calculate the User's MILP as
follows:

W
MuLp:%me

Allusers
UIW,, = the interval-metered withdrawals for User u for
u gas day m calculated under clause 8.6.4;
UIW, = for a User, the interval-metered withdrawals for
gas day m calculated under clause 8.6.4 and
m = a gas day min the month.
82.4. [Userprovidesinformation 10 AEMO . (Commerted [DM157]: Old dause 165

(@)  Ifatany time before or during a gas day a User becomes aware of a fact which could cause
its interval-metered withdrawals for a sub-network for the gas day to depart by greater than
"A"%, where "A" is a variable, from the User’s forecast interval-metered withdrawals provided

by the Userto AEMO for the gas day u nder@lause]8.43(c), then the User must notify AEMO .- Commented [DM158]: See PPC consolidated feedback Ref#1
of: — fixto cross ref error

(i) the likely departure and all relevant circumstances;
(i) a new interval-meter demand profile for the gas day; and

(iiiy  a new User's forecast interval-metered withdrawals for the gas day,
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which notification must be made:
(iv) if possible, at least 15 hours before the start of the gas day; and
(v)  otherwise, within 4.5 hours.

(b)  The valueto be used for the variable “A" in paragraph (a) is, if the User's MILP calculated
under clause 8.2.3 is:

0] 41% or greater, 8;

(i) in the range from 21% to 40%, 15;

(i) in the range from 11% to 20%, 20; and
(v) in the range from 0% to 10%, 30.

(c) Ifatany time before a gas day a User becomes aware that its related shipper's injections into
a sub-network is to be adjusted under the transmission contract, or that a transmission
pipeline operator does not plan to inject or repay (as applicable) gas in accordance with the
shipper's request for injections request for repayment (as applicable) under its transmission
contract (for example due to a curtailment), in a manner which will cause a change to the
amount of gas being injected into the sub-network on the User's behalf, the User must notify
AEMO within 4.5 hours of the fact and the surrounding circumstances.

Allocation Insiructions for Non-STTM Sub-networks

Clause 8.3 does not apply to an STTM sub network.

“User'sgasinjections” [efined ... — { commented [DM159]: Old dlause 187

In this clause 8.3, “User’s gas injections” for a sub-network for a gas day means, as appropriate,
either:

(@)  before the end of the gas day, the User's daily forecast calculated under clause 8.4.4(c); or

(b)  afterthe end of the gas day, the User's estimated total withdrawals calculated under clause
8.6.13.

8.3.2. [lser’sbllocqﬁon instruction before the Gas QY [Commerted [DM160]: Old dause 188

(@)  AUsermust give AEMO a valid allocation instruction at least 2 business days before the gas
day on which the User first withdraws gas from a sub-network, and must have a valid
allocation instruction in place at least 2 business days before each subsequent gas day on
which it intends to withdraw gas.

(b)  An allocation instruction may be expressed as a standing instruction which applies until a
new valid allocation instruction s given.

(c)  AUsermay update its allocation instruction by giving AEMO a valid allocation instruction not
later than 18 hours before the start of the gas day to which, or with effect from which, the
updated allocation instruction is to apply.

(d)  An allocation instruction must specify for each gas day to which it applies how the User’s gas
injections into the sub-network are to be allocated between the shippers injecting gas into
the sub-network on the User's behalf, which may be by:

0] percentages;

Example: "20% to shipper A and 80% to shipper B'.
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(i) quantities, which must include an allocation of residual quantity; or
Example: 15 TJ to shipper A 5 TJ to shipper B and the balance to shipper A'.
(iii) by a combination of the options in sub-paragraphs (i) and (ii).

Example: “15 TJto shipper A and the balance 40% to shipper A and 60% to shipper B".

8.3.3. [!evised]allocaﬁon instructions

(a)

(b)

(a)

Subject to paragraph (b), a User may give AEMO a revised allocation instruction for a
specified gas day at any time up to 3.5 hours after the end of a gas day to which it applies.

A User must not give AEMO a revised allocation instruction for a gas day after the start of
the gas day:

(i) which, subject to paragraphs (c) and (d), purports to allocate a User’s gas injections
into the sub-network across transmission pipelines in different proportions to the last
valid allocation instruction in a way which, for any transmission pipeline, would be
reasonably expected to resultin more than a “A"% difference, where "A” is a variable,
between the amount of gas allocated to a transmission pipeline at the end of the gas
day compared with what would have been allocated under the last valid allocation
instruction; or

(i) which purports to allocate a User’s gas injections into the sub-network across
transmission pipelines in a manner which would be reasonably expected to result in
the allocation to a transmission pipeline of less gas at the end of the gas day than is
likely to have already been injected into the sub-network by shippers on the
transmission pipeline which are injecting gas into the sub-network on the User's behalf
at the likely process time of the purported revised allocation instruction by AEMO.

The value to be used for the variable in paragraph (b)(i) is 10.

A revised allocation instruction provided by a User to AEMO is not subject to the limitation in
paragraph (b)() if the revised allocation instruction is provided by the User in extraordinary
circumstances, acting reasonably in an attempt to maximise its compliance with clauses 8.2.1
and 8.2.2.

Note: The objective of paragraph (d) isto ensure that paragraph (b)(i) does not prevent a User from taking action
which is for the overall benefit of the sub-network asa whole inextraordinary circumstances. For example, a User
should be able to ensure that an adequate amount of gas issupplied into a sub-network from an alternative
transmission pipeline where the capacity of its original transmission pipeline for injecting gas into the sub-network is
restricted because of sudden equipment failure or physical constraints withinthe sub-network.

Subject to this clause 8.3, a User's allocation instruction will be valid for a gas day if:

(i)  theallocations in the allocation instruction are capable of being applied to allocate all
the User’s gas injections (whatever they are on the gas day) to a shipper; and

(i) each shipper listed in the allocation instructionis listed in the shipper register for the
User for the sub-network for the gas day.

AEMO must assess each allocation instruction it receives froma User, for each gas day to
which the allocation instruction is stated to apply, against the criteria in paragraph (a), as
soon as practicable:

(i) after it receives the allocation instruction;
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(i) afterthe shipper register for the User for the sub-network is updated under clause
8.1.3(d), or after a shipper is removed from the shipper register in respect of a gate
point for the sub-network under clause 8.1.3(h); and

(iiiy  afterithas determined the User's estimated total withdrawals for the gas day under
clause 8.6.13(a).

8.3.5. [ﬂullocaﬁon instructionis invalid

(a)

(b)

Within 4.5 hours of determining that a User’s allocation instruction is not valid, AEMO must
advise the User that its allocation instruction is not valid and the reason why, in order that
the User can, if permitted under this clause 8.3, submit a revised allocation instruction.

If a User has not provided a valid allocation instruction to AEMO, then AEMO must use the
appropriate alternative method under this paragraph (b) for allocating the User’s gas
injections across shippers for the gas day and, within 4.5 hours of that allocation, notify the
User which method was used and of the resulting allocation, and give a notice (“clause
8.3.5(b) notice”) to each shipper to which AEMO allocated some or all of the User’s gas
injections specifying the amount of gas allocated to the shipper under this paragraph (b) and
the name of the User. The alternative allocation methods are:

(i) if possible, AEMO must use the User’s most recent allocation instruction for the sub-
network that is valid for the gas day Determined using the like day substitution
methodology; and

(i) ifthereis no such allocation instruction, AEMO must use the User’s most recent
allocation instruction for the sub-network that is valid for the gas day from any
previous gas day; and

(iiiy  if there is no such allocation instruction, AEMO must apportion the User’s gas
injections for the gas day across all of the shippers listed in the shipper register for the
User for the sub-network in equal amounts; and

(iv) ifthere are no shippers listed in the shipper register for the User for the sub-network,
then AEMO must determine the most recent gas day for which there was at least one
shipper listed in the shipper register for the User for the sub-network, and allocate the
User's gas injections for the gas day across all of the shippers listed in the shipper
register for the User for the sub-network on that gas day in equal amounts.

8.3.6. [sedrepresentations

84.

(a)

(b)

¥ MARKET OPER

.............. { commented [DM163]: Old dause 192

By providing an allocation instruction under this clause 8.3, a User represents to AEMO that:

(i)  eachoftheshippers set out in the allocation instruction agrees to, and has sufficient
contractual entitlements to, inject gas on the User's behalf in accordance with the
allocation instruction on any gas day to which the allocation instruction applies; and

(i) the Useris party to a haulage contract for the sub-network in respect of which the
allocation instruction applies.

A Useris taken to make the representation in paragraph (a) at the time of providing the
instruction and on the gas day before any gas day on which the allocation instruction will
apply.

Before the Start of the Gas Day

This clause 8.4 applies to all sub-networks unless otherwise stated.
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84.1. Forecasofunaccountedfor@as e (commented [DM165]: Old clause 201

(@)  Foreach sub-network for each gas day, at least 18 hours before the start of the gas day, the
Network Operator must advise AEMO of its forecast of UAFG ("FUAFG"), the name of each
Userwho is a supplier of UAFG for the sub-network and the quantity of FUAFG to be
supplied by each supplier.

(b)  The Network Operator's forecast of UAFG under paragraph (a) must take into account
historical levels of UAFG.

8.4.2. [’rovision] of basic-metered delivery pointinformationto AEMO [c‘mme,ted [DM166]: Old dause 203

For each basic-metered delivery point in a sub-network, from time to time and at least once per
calendar year, the Network Operator must calculate by linear regression of historical metering data
the:

(@)  non-temperature-sensitive base load; and

(b)  temperature sensitivity heating rate,

and advise AEMO ofthe data calculated under fhigclause. e Commented [DM167]: See PPC consolidated feedback Ref#!
— fixto cross ref error
8.4.3. [’rovision] ofinterval-meter information 10 AEM O [ Commented [DM168]: Old clause 202

(@)  Atalltimes, the current User for an interval-metered delivery pointin a sub-network must
ensure that:

(i) AEMO has been provided with an interval-meter demand profile and forecast interval-
metered withdrawals for each of a minimum of 7 consecutive gas days, being
sufficient for AEMO to determine substitute values under paragraph (c) if required;
and

(i) the interval-meter demand profile and forecast interval-metered withdrawals most
recently provided to AEMO under paragraph (i) are a reasonable estimate of the
expected profile and withdrawals at that interval-metered delivery point on the
relevant gas day.

(b)  The User for an interval-metered delivery point may, not later than 18 hours before the start
of a gas day, give AEMO an interval-meter demand profile and forecast interval-metered
withdrawals for that delivery point and gas day.

(c) I, fora gas day for a sub-network, a User does not provide an interval-meter demand profile
or its forecast interval-metered withdrawals to AEMO by the time specified in paragraph(a),
AEMO must determine, and use in its calculations under this Chapter 8, a substitute value
using the like day substitution methodology.

84.4. [Jseﬂ profiled forecasts for Non STTM SUD-NeIWOIKS e [ Commented [DM169]: Old clause 204

(@)  Foreach User for each non STTM sub-network for each gas day, AEMO must perform the
following steps:

(i) first, calculate the User's forecast basic-metered withdrawals ("UFBW") as follows:
UFBW = BL+ > (HRxHDD; )

where:
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UFBW

BL

HR

HDD¢

AN

AEM

= the User's forecast basic-metered withdrawals for the sub-network for

the gas day;,

= the non-temperature-sensitive base load for each of the User’s basic-

(iii);

= the temperature sensitivity heating rate for each of the User’s basic-
metered delivery points provided to AEMO under (lauseB.4.2 or 4.1 (€)

(iii); and

= the forecast heating degree day for the HDD zone for the sub-network

for the gas day calculated under clause 8.1.6,

(i) next, calculate the "User's (basic-meter) profiled forecast” as follows:

UBPF = DP x [UFBW]

where:

UBPF = the User's (basic-meter) profiled forecast for the sub-network for the
gas day;

DP = the profile for the heating degree day for the sub-network for the gas
day Determined in accordance with clause 8.4.9; and

UFBW = the User's forecast basic-metered withdrawals for the sub-network for
the gas day calculated under sub-paragraph (i),

(iiiy  then, take the User’s forecast interval-metered withdrawals for the gas day provided

under clause 8.4.3 ("UFIW");, and

(v)  apply the interval-meter demand profile provided by the User under clause 8.4.3 to
the UFIW provided under clause 8.4.3 to calculate the “User’s (interval-meter) profiled
forecast".

For each User for each sub-network, AEMO must calculate the “User’s profiled forecast” for
the gas day, by summing for each hour in the gas day the component for the hour of the
following:

UPF —UBPF + UIPF +~ UAFGPF

where:

UPF

UBPF

UIPF

UAFGPF

= the User's profiled forecast for the sub-network for the gas

day;

= the User's (basic-meter) profiled forecast for the sub-
network for the gas day calculated under paragraph (a)(ii);

= the User’s (interval-meter) profiled forecast for the sub-
network for the gas day calculated under paragraph (a)(iv);

and

= the User’sunaccounted for gas profiled forecast for the gas
day, calculated by applying a flat 24 hour profile to any
quantity of unaccounted for gas to be provided by the User

on the gas day as notified under clause 8.4.1(a).
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(c)  Foreach User for each sub-network for each gas day, AEMO must calculate the “User’s daily
forecast" by summing the component for each hour of the User’s profiled forecast for the gas
day calculated under paragraph (b).

(d)  Foreach User for each sub-network for each gas day, AEMO must at least 17 hours before
the start of the gas day provide to the User:

(i) the UPF, UBPF, UIPF and UAFGPF referred to in paragraph (b); and

(i) the heating degree day for the HDD zone for the sub-network for the gas day used in
the calculation under paragraph (a)(i).

84.5. Non|STIM sub-network profiled forecasts ... eee— (Commented [DM172]: Old dause 205

(@)  Foreach non-STTM sub-network for each gas day, AEMO must:

(i) first, calculate the "sub-network (basic-meter) profiled forecast” for the sub-network
for the gas day as follows:

NBPF = DP <[> UFBW |

where:
NBPF = the sub-network basic-meter profiled forecast for the gas day for the
sub-network;
DpP = the profile for the heating degree day for the HDD zone for the sub-
network for the gas day Determined under clause 8.4.9; and
UFBW = the User's forecast basic-metered withdrawals for the sub-network

for the gas day calculated under clause 8.4.4(a)(j), and

(i) then, for each hour, the component for the hour of the “sub-network (interval-meter)
profiled forecast” is calculated by summing the component for the hour of the User's
(interval-meter) profiled forecast calculated under clause 8.4.4(a)(iv) for each Userin
the sub-network for the gas day.

(b)  Foreach hour, the component for the hour of the “sub-network profiled forecast" is
calculated by summing the component for the hour of:

(i) the sub-network (basic-meter) profiled forecast for the gas day calculated under
paragraph (a)(i); and

(i) the sub-network (interval-meter) profiled forecast for the gas day calculated under
paragraph (a)(i); and

(iiiy  the sub-network unaccounted for gas profiled forecast for the gas day, calculated by
applying a flat 24 hour profile to the forecast of unaccounted for gas for the sub-
network for the gas day notified under clause 8.4.1(a).

(c)  Atleast17 hours before the start of the gas day, for each sub-network AEMO must publish
to Users in the sub-network and their related shippers and transmission pipeline operators
the sub-network profiled forecast.

8.4.6. Shippeﬂprofiled forecasts for NON-STIM SUD-NEIWOIKS [ Commented [DM173]: Old dause 206

(@)  Foreach shipper for each non-STTM sub-network for each gas day, AEMO must produce a
“shipper profiled forecast” for the gas day by:
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(i) first, for each User in the sub-network, calculating the “allocation instruction
percentage” for each shipper named in the User's allocation instruction for the gas
day, which:

(A) if the User's allocation instruction is expressed solely in terms of percentages —
is the same as the percentage allocated to the shipper in the allocation
instruction; and

(B)  otherwise —is calculated as follows:

S
AIP = 7Q
(UDF)
where:
AlP = the User's allocation instruction percentage for the shipper for the

sub-network for the gas day; and

UDF = the User'sdaily forecast for the sub-network for the gas day
calculated under clause 8.4.4(c);

and

(i) next, taking each User's profiled forecast for the gas day calculated under clause 8.4.4
and, for each hour, allocating it across shippers in accordance with the User’s
allocation instruction percentage for the gas day; and

(iiiy ~ foreach shipper, summing for each hour allamounts allocated to the shipper.

(b)  Atleast17 hours before the start of the gas day, AEMO must provide each shipper's shipper
profiled forecast to the shipper and to the appropriate transmission pipeline operator.

84.7. Pipelingprofiled forecasts for non-STIM SUB-NEIWOIKS { commented [DM1743: Old dause 207

At least 17 hours before the start of the gas day, for each transmission pipeline for each non-STTM
sub-network, AEMO must calculate and provide to the transmission pipeline operator, the “pipeline
profiled forecast" which is equal to the sum, for each hour, of the component for the hour of each

shipper on the pipeline's shippers profiled forecasts for the gas day.

Note: The market responsive flow control pipeline is unable to measure and control gas injections at flow rates below 400GJ
per hour and shippers do not know the hourly nominations of other shippers on this transmission pipeline. As a result, a
shipper is unable to procure the injection of less than 400GJ of gas inany hour. The transmission pipeline profiled forecast
published by AEMO is therefore unlikely to reflect the actual profile of injections from the market responsive flow control
pipeline on a day.

8.4.8. [njeciionﬂfrom MRFC pipelines for non-STIM sub-NetWOrKS e [Ccmmerted [DM175]: Old dause 208

Foreach non STTM sub-network for each gas day, each User must procure its related shippers in
the market responsive flow control pipeline to procure the market responsive flow control
transmission pipeline operator to inject gas into the sub-network so that:

(@)  theinjection for each hour matches the User’s reasonable best estimate, of the share of its
likely User's required withdrawals for the sub-network applicable to that hour; and

(b)  the sum ofthe hourly injections across the gas day equals the User’s reasonable best
estimate of the share of its likely User’s required withdrawals for the sub-network for that gas
day that the User intends to procure from that shipper,
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provided that nothing in this clause 8.4.8 requires the User to procure a related shipper to procure
the market responsive flow control transmission pipeline operator to inject gas at a flow rate less
than 400GJ per hour in any hour.

Note: The market responsive flow control pipeline is unable to measure and control gas injections flow rates below
400G)J per hour and each shipper does not know the hourly nominations of the other shippers on this transmission
pipeline. As aresult, a shipper is unable to procure the injection of less than 400GJ of gas in any hour.

Where a User believes that the share of its likely Users required withdrawals applicable to an hour issuch that its
related shipper would be required to procure the market responsive flow control pipeline to inject less than 400GJ of
gas in an hour, the User may procure its related shipper to procure the market responsive flow control pipeline to
inject the gas for that hour during a different hour of the gas day.

84.9. [AEMOetermines profiles

(a)

(b)

)AEM

AUSTRALIAN ENERC

AEMO may, acting reasonably, determine from time to time the profiles to be used for the
purposes of this clause 8.4.

AEMO must, fromtime to time, publish guidelines which set out:

(i) the principles on which the profiles are based; and

(i) the principles which AEMO applies in the selection of a profile for a gas day; and
(i) AEMO's policy on the retention and management of the profiles in a profile library.

8.5. During the Gas Day

8.5.1. i’ressure]conirol pipeline to provide instantaneous flow signals

(a)

(b)

©

In this clause 8.5.1"instantaneous flow rate” at a gate point means a flow rate measured over
the shortest period of time over which the metering equipment at the gate point is capable
of measuring a flow rate.

The transmission pipeline operator of a transmission pipeline that is operating as a pressure
controlled transmission pipeline for a sub-network with two transmission pipelines connected
to it, must under this clause 8.5.7, if requested by the transmission pipeline operator of the
other transmission pipeline, provide to the transmission pipeline operator any one or more of
the following data signals (each a “flow signal") communicating the instantaneous flow rate:

(i) at the gate point connecting the pressure control transmission pipeline to the sub-
network; and

(i) if there is more than one physical interconnection between the pressure control
transmission pipeline and the sub-network — at each physical interconnection.
Note: The physical interconnection referred to in (b)(ii) is usually referred to as a “physical gate point”,

whereas the gate point referred to in (b)(i) and elsewhere inthese Procedures is called a “notional gate
point".

E xample: If there are three physical gate points comprising the gate point, then the transmission pipeline
operator must, if requested, make available a maximum of 4 flow signals, one for the gate point and one
each for the 3 physical gate points.

A transmission pipeline operator complies with paragraph (b) if, acting reasonably, it
provides the flow signal:

(i) in the form of a galvanically isolated 4-20 milliamp current loop or in such other fom
as the parties, acting reasonably, may agree; and

(i) atalocation which provides the other transmission pipeline operator with a secure
location to install equipment to receive and transmit the flow signal, together with a
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power supply for the equipment and reasonable rights of access for the other
transmission pipeline operator from time to time to operate and maintain the
equipment.

(d)  The transmission pipeline operator of a pressure control transmission pipeline is not obliged
to provide a flow signal until it has reached agreement with the other transmission pipeline
operator about the recovery of its costs of complying with this clause 8.5.1, according to the
following principles:

(i)  the transmission pipeline operator of the pressure control transmission pipeline is
entitled to recover its reasonable costs of providing the flow signal, in a manner
consistent with the National Gas Law;

(i) thereisto be no double-recovery of costs under this clause 8.5.1and under any
applicable access arrangement or agreement.

(e)  Thisclause 8.5.1does not apply in respect of a flow signal being provided in a form and at a
location for a sub-network if on 10 November 2003 the flow signal was being provided by
the transmission pipeline operator of the pressure controlled transmission pipeline in the form
and at the location for the sub-network to the transmission pipeline operator of the other
transmission pipeline connected to the sub-network.

8.6. Allocdation

8.6.1. Periodlfor COICUIORONS s { commented [DM178]: Old dause 218

(@)  Exceptwhere a clause states to the contrary, for each gas day D AEMO must perform each
calculation it is required to perform under this clause 8.6 for each historical gas day i in the
settlement period.

(b)  Exceptwhere a clause states to the contrary, AEMO must use the value it has most recently
received and recorded, or generated and recorded, in the AEMO metering database under
these Procedures:

(i)  foreachinputinto each calculation AEMO is required to perform under this clause
8.6; and

(i) foreach notification that AEMO is required to provide to a person under this Chapter
8.

(©) In this clause 8.6:

“settlement period” for gas day D means the period of 425 gas days between 426 gas days
before gas day D and one gas day before gas day D; and

"historical gas day i for gas day D means a gas day in the settlement period for gas day D.

8.6.2. [’ipeline]injection§ .............. { commented [DM179]: Old dause 220

(@)  Foreach gate point, the “pipeline injections” for each gas day D are:

(i) foran STTM sub-network, the latest version available of pipeline injections as provided
by the STTM systems and for all non-STTM sub-networks, the gate point energy
quantity for the gate point provided to AEMO by the Network Operator under clause
3.3.2; and

(i) forinstances where the pipeline injections for an STTM sub-network are not yet
available from the STTM systems, then pipeline injections for the STTM sub-network
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will be based upon the gate point energy quantity for the gate point provided to
AEMO by the Network Operator under clause 3.3.2.

(b)  Foreach gate point for each gas day, AEMO must calculate the “pipeline corrected injections”
for each gas day as follows:

where:
PCl = the pipeline corrected injections for the gate point
for the gas day;
Pl = the latest version available of pipeline injections for

the gate point under paragraph(a).

(c)  Foreach gate point in the range of gas day D-1to gas day D-425, AEMO must notify each
User, the Network Operator and the transmission pipeline operator of the pipeline corrected
injections for gas day D used in the calculations under paragraph (b).

fota) COmECtOA INIEEHIONS ... {commented [DM180]: Old dause 221

For each sub-network, AEMO must calculate the “total corrected injections” for gas day D as follows:

where:
TCl = the total corrected injections for the sub-network for gas day D;
PCl = the latest version available of pipeline corrected injections for each gate
point for gas day D calculated under clause 8.6.2(b);
Usersinterval-metered WIAIQWAIS { commented [DM181]: Old dause 222

For each User for each sub-network, AEMO must calculate the “User's interval-metered
withdrawals" ("UIW") for gas day D as follows:

where:
uiw = the User's interval-metered withdrawals for the sub-network for gas
day D; and
W = the latest version available of interval-metered withdrawals for each of
the User’s interval-metered delivery points in the sub-network for gas day
D provided to AEMO under clause 3.6.1(a)(ii).
N S SO 00T { commented [DM182]: Old dause 223

(@)  Foreach sub-network for each gas day D, AEMO must calculate the net system load for each
historical gas day i as follows:

where:

NSL = the net system load for the sub-network for
historical gas day i for gas day D;

TCl = the latest version available of total corrected
injections for the sub-network for historical gas day
ifor gas day D calculated under clause 8.6.3;

uiw = the latest version available of interval-metered
withdrawals for historical gas day i for gas day D
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for each User in the sub-network calculated under
clause 8.6.4; and

EUAFG = the estimate of unaccounted for gas for the sub-
network for historical gas day i for gas day D
notified under clause 8.6.14(a), as applicable.

Note: The EUAFG may be a negative number.

If AEMO's calculation of net system load for any historical gas day i for gas day D under
paragraph (a) produces a negative number or AEMO does not receive an estimate of
unaccounted for gas for the sub-network for gas day D under clause 8.6.14(a), AEMO must:

(i) instead of calculating net system load as set out in paragraph (a), determine the net
system load for the gas day using the like day substitution methodology; and

(i) calculate a “revised estimate of unaccounted for gas” to use in its calculations under
this paragraph (b) as follows:

RUAFG =TCI —ZUIW —NSL

where:
RUAFG = the revised estimate of unaccounted for gas for the sub-network for
gas day D;
a = the latest version available of total corrected injections for the sub-
network for gas day D calculated under clause 8.6.3;
umw = the latest version available of interval-metered withdrawals for the
sub-network for gas day D for each User in the sub-network calculated
under clause 8.6.4; and
NSL = the latest version available of net system load for the sub-network
calculated under sub-paragraph (b)(i) for gas day D,
and

(iiiy  foreach User notified to AEMO as a supplier of UAFG for the sub-network under
clause 8.6.14(a) for the most recent gas day for which no revised estimate of
unaccounted for gas was required to be calculated under this paragraph (b), calculate,
and within 4.5 hours after the end of the gas day advise the User and the Network
Operator of, the “revised User's unaccounted for gas” as follows:

RUUAFG, = —29AFS puarc
ZUUAFG
Allusers
where:
RUUAFG, = the revised User's unaccounted for gas for the User u for the sub-
network for gas day D;
UUAFG, = UUAFG for the User u;
UUAFG = for a User, the quantity of the UAFG estimated to be supplied by
the User notified under clause 8.6.14(a) for gas day D; and
RUAFG = the revised unaccounted for gas for the sub-network for gas day D

calculated under sub-paragraph (ii).
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Provided that, if:

Z:UUAFGu = zero

All users

then AEMO must calculate the “revised User's unaccounted for gas” for each User
using the values for UUAFG, and

> UUAFG,

All users

from the previous gas day on which

ZUUAFGU was not equal to zero.

All users

©) If a value for revised User's unaccounted for gas is calculated under paragraph(b)(iii), that
value is thereafter to be used in this Chapter 8 in place of the corresponding User’s
unaccounted for gas value before the revision.

(d)  Foreach sub-network in the range of gas day D-1to gas day D-425, AEMO must notify each
User and the Network Operator of the net system load for gas day D and for each historical
gas day i as calculated under paragraph (a).

8.6.6. Rawlestimate of basic-metered WthAraWalS. e (cCommented [DM183]: Old dause 224 )

For each basic-metered delivery point for each sub-network, AEMO must calculate a raw estimated
basic-metered withdrawal for gas day D as follows:

REBW = BL +(HRx HDD,)

(a)

where:

REBW = the raw estimated basic-metered withdrawal for the basic-
metered delivery point for gas day D;

BL = the non-temperature-sensitive base load for the basic-metered
delivery point provided to AEMO under clause 4.1(e) orflause) .- Commented [DM184]: See PPC consolidated feedback Ref#!
8.4.2; — fixto cross ref error

HR = the temperature sensitivity heating rate for the basic-metered
delivery point provided to AEMO under clause 4.1(¢) orflause) . Commented [DM185]: See PPC consolidated feedback Ref#1
8.4.2; and — fixto cross ref error

HDDA = the actual heating degree day for the HDD zone for the sub-
network for gas day D calculated under clause 8.1.6.

8.6.7. E‘lormolisaﬂon] factor for estimated basic-metered withdrawals [ Commented [DM186]: Old clause 225 ]

(@)  Foreach sub-network for each gas day D, AEMO must calculate a “normalisation factor" for
the basic-metered delivery points in the sub-network for each historical day i as follows:
NSL

NF = ——rms
REBW
X

where:
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NF = the normalisation factor for the basic-metered delivery points in the
sub-network for historical gas day i for gas day D;

NSL = the net system load for the sub-network for historical gas day i for
gas day D calculated under clause 8.6.5; and

REBW = the raw estimated basic-metered withdrawal for each basic-
metered delivery point in the sub-network for historical gas day i for
gas day D calculated under clause 8.6.6.

(b)  Foreach sub-network in the range of gas day D-1to gas day D-425, AEMO must notify each
User and the Network Operator of the normalisation factor for each of the basic-metered
delivery pointsin the sub-network as calculated under paragraph (a).

8.6.8. Estimatedbasic-metered WHNAIAWAL . — (Commerted [DM187]: Old dause 226

(@)  Foreach basic-metered delivery point for each sub-network, AEMO must calculate the
"estimated basic-metered withdrawal” for gas day D as follows:

EBW = REBW x NF

where:
EBW = the estimated basic-metered withdrawal for the basic metered
delivery point for gas day D;
NF = the normalisation factor for basic-metered delivery points in the sub-
network for gas day D calculated under clause 8.6.7; and
REBW = the raw estimated basic-metered withdrawal for the basic-metered

delivery point for gas day D calculated under clause 8.6.6.

(b)  Foreach basic-metered delivery point for each sub-network, in the range of gas day D-1to
gas day D-425, AEMO must notify each User and the Network Operator of the estimated
basic-metered withdrawals for each basic-metered delivery point as calculated under
paragraph (a).

8.6.9. Usersestimated basic-metered WINAIGOWOIS ..o (commented [DM188]: Old dause 227

For each User for each sub-network, AEMO must calculate the “User’s estimated basic-metered
withdrawals" ("UEBW") for gas day D as follows:

UEBW =) EBW
where:
UEBW = the User's estimated basic-metered withdrawals for the sub-network
for gas day D; and
EBW = the estimated basic-metered withdrawal for each of the User’s basic
metered delivery points for the sub-network for gas day D calculated
under clause 8.6.8
8.6.10. Pistributed Jactual basic-meteredwithdrawals (Commented [DM189]: Old dause 227A

(@)  Foreach basic-metered delivery point for each gas day D on which AEMO receives an actual
meter reading (“latest read”) for the basic-metered delivery point, AEMO must determine the
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"distributed actual basic-metered withdrawals” ("DABW") for each gas day in the metering
period (including the gas day of the latest read) as follows:

(i) first, calculate the “Net system load Factor” (“NSL") for each gas day i as follows:

NSL,
NSLF, = 7L'
D NSL
NSLF; = the net system load factor for the sub-network for gas day i;
NSL; = the net system load for the sub-network for gas day i calculated
under clause 8.6.5; and
NSL = the net system load for the sub-network for each gas day in the

metering period calculated under clause 8.6.5.

(i) then calculate the "distributed actual basic-metered withdrawal” ("DABW") for the
basic-metered delivery point for gas day i as follows:

DABW, = NSLF, x AQ

where:

DABW; = the distributed basic-metered withdrawal for the basic-
metered delivery point for gas day i;

NSLF; = the net system load factor for the sub-network for gas day i;
and

AQ = energy quantity of gas shown by the latest read as being
withdrawn at the basic-metered delivery point during the
metering period.

(b)  Foreach basic-metered delivery point for each gas day D on which AEMO calculates a net
system load ("revised net system load") under clause 8.6.5 for a historical gas day i that is
different to the net system load calculated for the historical gas day i on gas day D-1under
clause 8.6.5 (“original net system load"), AEMO must, in accordance with paragraph (a)(ii),
recalculate the "distributed actual basic-metered withdrawals” ("DABW") for each gas day in
the metering period in which the historical gas day i falls, using the revised net system load in
place of the original net system load.

8.6.11. User’k distributed basic-metered WItDEIGWEIS...............ooooee (commented [DM1903: O1d dause 2278

(@)  Foreach User for each sub-network for each gas day D, AEMO must calculate the "User’s
distributed basic-meter withdrawal” ("UDBW") for each historical gas day i as follows:

UDBW = DABW +) EBW

where:

ubBW = the User's distributed basic-metered withdrawals for
the sub-network for gas day D;

DABW = the sum of distributed actual basic-metered
withdrawals for each of the User’s basic metered
delivery points for which there is a meter reading
available for the sub-network for gas day D calculated
under clause 8.6.10; and
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EBW = the sum of estimated basic meter withdrawals for
each ofthe User’s basic-metered delivery points for
which there is no meter reading available for the sub-
network for gas day D calculated under clause 8.6.8.

(b)  Foreach User for each sub-network in the range of gas day D-1to gas day D-425, AEMO
must notify each User and the Network Operator of the User’s distributed basic-metered
withdrawals for each basic-metered delivery point for gas day D as calculated under
paragraph (a).

8.6.12. Elser's]actual UNACCOUN O O QOIS ™ [Cu’nme[ted [DM191]: Old clause 227C

(@)  Foreach User for each sub-network AEMO must determine for each historical gas day i the
User’s actual unaccounted for gas ("UAUAFG") for gas day D as follows:

UAUAFG = YYAFG L iaFG
EUAFG
where:

UAUAFG = User’s actual unaccounted for gas for gas day D;

UUAFG = the amount of UAFG supplied by the User for gas
day D which was notified under clause 8.6.14;

EUAFG = estimate of unaccounted for gas calculated under
clause 8.6.5; and

UAFG = actual unaccounted for gas calculated under
clause 8.6.15 for gas day D.

(b)  Foreach User for each sub-network in the range of gas day D-1to gas day D-425, AEMO
must notify each User and the Network Operator of the User’s actual unaccounted for gas
for each historical gas day i as calculated under paragraph (a).

8.6.13. [lser’s B iTaale R (=Yool (o RWA11sTe (o N e | -, [c(mmerted [DM192]: Old dlause 228

(@)  Foreach User for each sub-network AEMO must determine the User's estimated total
withdrawals for gas day D as follows:

UETW =UIW +UDBW +UAUAFG

where:

UETW = the User's estimated total withdrawals for the sub-network
for gas day D;

uiw = the User's interval-metered withdrawals for gas day D
calculated under clause 8.6.4;

UDBW = the User's distributed basic-metered withdrawals for gas
day D calculated under clause 8.6.11; and

UAUAFG = the User’s actual unaccounted for gas for gas day D
notified under clause 8.6.12;

(b)  Foreach User for each sub-network, within 5 hours after the end of gas day D, AEMO must
notify the User and the relevant Network Operator of the User's estimated total withdrawals
for gas day D calculated under clause 8.6.13(a) and the amount of each component of the
User's estimated total withdrawals.
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(c)  Foreach Userfor each sub-network for each gas day D, within 4 hours after the end of gas
day D, AEMO must notify the User of the interval-metered withdrawals for each of the User’s
interval-metered delivery points in the sub-network provided to AEMO on each gasday in
the period between gas day D and gas day D-6 under clause 3.6.1(a)(i); and

(d)  Foreach User for each sub-network, in the range of gas day D-1to gas day D-425, AEMO
must recalculate the User’s estimated total withdrawals where there has been an update to
the metervalues.

8.6.14. Esﬂmat&of UNACCOUN O f Ol QOIS [c(mme,ted [DM193]: Old clause 229

(@)  Foreach sub-network for each gas day, within 3.5 hours after the end of the gas day, the
Network Operator must advise AEMO of its estimate of UAFG (which may later be revised
under clause 8.6.5(b)) ("EUAFG"), the name of each User who is a supplier of UAFG for the
sub-network and the quantity of the UAFG estimated to be supplied by each supplier.

(b)  The amount of UAFG supplied on a gas day by a User which was notified under paragraph
(a) is the User's UAFG ("UUAFG") for the gas day.

(c)  The Network Operator's estimate of UAFG under paragraph (a) must:
(i) take into account historical levels of UAFG; and

(i) be anumber that results in the net system load calculated by AEMO under clause
8.6.5(a) being zero or a positive number.

8.6.15. AEMO)calculates ACHUGLUAFG { commented [DM194]: Old dause 230

(@)  Foreach sub-network for each gas day D, AEMO must calculate the actual UAFG for gas day
D-1through D-425 inclusive (each of whichis a “historical UAFG day”) as follows:

UAFG = »"Pl - > UIW — > UBW

where:

UAFG = the latest version available of actual UAFG for the sub-
network for gas day D for the historical UAFG day;

Pl = the latest version available of pipeline injections for the gate
point provided to AEMO under clause 8.6.2(a);

uiw = the User’s interval-metered withdrawals for each User for the
sub-network for the historical UAFG day calculated under clause
8.6.4; and

UBw = the "User's basic-metered withdrawals” for each User for the

sub-network for the historical UAFG day calculated as follows:

UBW = > DABW +» EBW

where:

UBW = the latest version available of User’s basic-
metered withdrawals for all of the User’s basic-
metered delivery points for the sub-network for
the historical UAFG day;

DABW = the latest version available of distributed actual

basic-metered withdrawal for each of the User's
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basic-metered delivery pointsin the sub-network
for the historical UAFG day; and

EBW = for each of the User’s basic-metered delivery
points in the sub-network for which a distributed
actual basic-metered withdrawal is unavailable,
the latest version available of estimated basic-
metered withdrawal at the basic-metered delivery
point for the historical UAFG day.

(b)  Within 24 hours after the end of gas day D, AEMO must notify the Network Operator and
each User who is a supplier of UAFG for the sub-network of the UAFG calculated under
paragraph (a).

Shipper's Deemed INjecions { commented [DM195: Old dause 246

(@)  Foreach shipperfor each gate point for each gas day, in the range of gas day B-D-1to gas
day D-425, after the end of the fourth business day of each month, AEMO must calculate,
and advise the shipper and the transmission pipeline operator of the shipper's deemed
injections by:

(i) first, for each User in the sub-network, taking the latest version available of User’s
estimated total withdrawals in the sub-network for the gas day calculated under
clause 8.6.13 and allocating it across shippers in accordance with the User’s allocation
instruction for the gas day under clause 8.3.2; and

(i) then summing all amounts allocated by User to the shipper under paragraph (a)(i).

(b)  To avoid doubt, if clause 8.2.1 requires a User to procure the injection into the sub-network
of a negative amount of gas on a gas day, that negative amount may result in a negative
shipper's deemed injection for the gas day.

Note: Any negative shippers deemed injection may be resolved between the User and its related shipper, between the
shipper and the transmission pipeline operator or by an arrangement with another User.

Data Failure

[T R T L { commented [DM196]: Old dause 301

(@)  If AEMO does not receive the relevant data for an interval metered delivery point as required
under clause 3.6.1 to calculate the net system load for a sub-network under clause 8.6.5,
AEMO must estimate the User’s withdrawals at the interval metered delivery point using the
like day substitution methodology.

(b)  If AEMO does not receive gate point metering data from a Network Operator for a gate point
for a gas day by the time specified in clause 3.3.2(a)(ii), then AEMO must estimate the gate
point metering data using the nomination estimation methodology and record that AEMO
has used an AEMO generated estimate in the allocation and reconciliation results for the
relevant gasday.

(c)  Whenever AEMOis required under this clause 8.8.1 to estimate a value, then AEMO may use
the estimated meter reading (in place of the value which was not received) wherever
necessary under these Procedures.
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Miscellaneous Provisions

(a)

If a transmission contract or applicable access arrangement requires an agreement for the
apportionment of actual deliveries of gas between all shippers who receive gas from the
transmission pipeline operator at a gate point:

(i)  thisclause 8.9.1is taken to comprise that agreement; and

(i) in respect of each applicable gate point, the agreement is referred to as a multi-
shipper allocation agreement.

For a gate point to which paragraph (a) applies, each shipper is deemed to have taken
delivery of its shipper's deemed injection for the gas day for the transmission pipeline which
interconnects to the gate point, calculated under clause 8.7.

For each transmission pipeline for each sub-network for each gas day, within 5 hours after
the end of the gas day, AEMO must:

(i) prepare a report (“multi-shipper allocation report”) setting out the information
referred to in paragraph (b) for each shipper on the transmission pipeline;

(i) provide the multi-shipper allocation report to the transmission pipeline operator; and

(iii)  provide to each shipper on the transmission pipeline, the information in the multi-
shipper allocation report in respect of that shipper.

To avoid doubt, if clause 8.2.1 requires a User to procure the injection or repaymentinto the
sub-network of a negative amount of gas on a gas day, that negative amount is to be
included in the calculations for the multi-shipper allocation agreement and may result in a
shipper having a negative deemed injection for the gas day.

E!ecovery]from AEMOfailure

(a)

If for any period oftime on a day that is not a business day, AEMO cannot perform its
obligations under this Chapter 8 because the metering database is unavailable (“system
down time"), then:

(i)  on the next business day after the day on which the system down time occurred
AEMO must commence work to rectify the system failure; and

(i) by 8.00 amon the day after the day on which the system failure is rectified, AEMO
must provide the information it is required to provide under this Chapter 8 for each
gas day during the system down time up to anyincluding the gas day on which the
information is provided, in chronological order.

If the system failure only affects the input of information to AEMO, then AEMO will perform
for each gas day during the system down time the calculations described in this Chapter 8
using estimates for each piece of data that it does not receive under these Procedures.

¥ MARKET OPER

.............. { commented [DM1973: Old dause 302

AEMO must maintain all data collected, received, generated or sent to any person by AEMO under
this Chapter 8 and any data that is the result of AEMO's latest final calculations for a gas day:

(a)

in a format that identifies:

(i)  thetime and date the data was collected, received, generated or sent by AEMO; and
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(i) the person from whom AEMO collected or received the data, or to whom AEMO sent
the data, orif AEMO generated the data, AEMO is identified as having generated the
data, and

(b)  foratleast 2 years, in a format that is accessible within 2 business days to enable the
repeated performance of calculations AEMO is responsible for performing under this
Chapter 8 for any of and up to the previous 425 gas days; and

(c) atleast another 5 years after that, in a format which is accessible within 5 business days.

8.9.4. Ereafmenﬂ of gasinjectionsunder haulage confracts e [Canmerted [DM200]: Old dause 307

(@)  Despite anything contained in a haulage contract, this Chapter 8 governs:
(i) how the gas injected into a sub-network on a gas day is allocated between Users; and

(i) how a User must reconcile any difference between the quantity of gas that the User
injects or procures for injection into a sub-network on a gas day and the quantity of
gas withdrawn by the User from the sub-network,

and in the event of inconsistency between a haulage contract and this Chapter 8, Chapter 8
prevails to the extent of the inconsistency.
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CHAPTER 9. ERROR CORRECTION PROCESS

9.1. Correction of AEMO Standing Data - Error Correction Nofices

9.1.1. Error correction notice)

(@)  Ifacurrent User becomes aware of an error or inaccuracy in an item of the AEMO standing
data as the result of:

(i) lodging an incorrect transfer request with AEMO — the current User must as soon as
practicable notify the previous User of this fact; or

(i) the Network Operator having lodged incorrect details with AEMO in respect of a new
basic meter under clause 4.1(e)(ii) or a notification that the delivery point has been
permanently removed under clause 4.4.2(b)(iii) —the current User must as soon as
practicable notify the Network Operator of this fact.

(b)  Ifa previous Useris notified under paragraph (a)(i) it must as soon as practicable lodge an
error correction notice for the delivery point with AEMO.

(c)  Ifa Network Operator becomes aware of an error or inaccuracy in an item of the AEMO
standing data as the result of:

(i) being notified by the current User under paragraph (a)(ii); or

(i) lodgingincorrect details with AEMO in respect of a new basic meter under clause
4.1(e)(iii) or an incorrect notification that the delivery point has been permanently
removed under clause 4.4.2(b)(iii),

then subject to paragraph (d), it must as soon as practicable lodge an error correction notice
for the delivery point with AEMO.

(d)  Before a Network Operator lodges an error correction notice as a result of paragraph (c)(ii), it
must notify the current User that it intends to lodge such a notice.

(e)  Onlya previous User or a Network Operator may lodge an error correction notice.
) An error correction notice must specify the data attributes as defined in the AEMO

Specification Pack.

9.12. Requirementdioriectionlof error correction notice

Y MARKET OPERATOR

.............. [Ccmmerted [DM201]: Old dause 32 to 47

(@) An error correction notice is valid only if:
(i)  the delivery point exists within AEMO's metering database;

(i) itcorrespondsto a completed transfer, a new basic meter or a notification that the
delivery point has been permanently removed under clause 4.4.2 (b) (iii);

(iii)  if the specified error correction notice relates to a transfer.

(A)  thereisnot,in relation to the delivery point, an opentransaction, unless the
open transaction relates to an energisation request under clause 4.2 .8(b)(iv) or
de-energisation request under clause 4.2.2(b)(v) or 4.2.4(e)(iv) for whichthe
effective date is the same as the effective date of the transfer day ofthe
completed transfer;

(B)  the Participant lodging the error correction notice is the previous User;

(C)  atransfer occurred on the transfer day specified in the error correction notice;
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(D)  the MIRN status is energised or de-energised; and

(E)  thattransferis the most recently completed transaction in respect of the
delivery point, unless the more recently completed transaction referred to in
paragraph (A) for which the effective date is the same as the effective date of
the transfer day of the completed transfer;

(iv) if the specified error correction notice relates to a new basic meter or a notification
that the delivery point has been permanently removed under clause 4.4.2(b)(iii):

(A)  thereisnot,in relation to the delivery point, an open transaction;
(B)  the Participant lodging the error correction notice is the Network Operator; and

(C)  the effective date of the change to the MIRN status recorded in AEMO's
metering database occurred on the date specified in the error correction notice;
and

(D)  the specified details contained in the error correction notice is the most recently
completed transactionin respect of the delivery point as recorded in AEMO's
metering database; and

v)  the specified details contained in the error correction notice did not occur more than
425 days before the date of lodgement of the notice.

(b)  [Upon receipt of an error correction notice which is not valid, AEMO must reject the error
correction notice and notify the Participant that lodged it, specifying the reason why the
error correction notice is Mot Valid) { commented [LT204]: See consolidated PPC feedback ref #30 )

9.1.3. Responselto valid errorcomecion notice e { commented [DM205}: Old dause 32 t0 47 )

Upon receipt of a valid error correction notice, AEMO must accept the error correction notice and:

(a) if the error correction notice relates to a transfer, provide the previous User, the Network
Operator and the current User the data attributes as defined in the AEMO Specification Pack
and suspend the error correction transaction until the lapse of the error correction objection
resolution period.

(b) if the error correction notice relates to a new basic meter, notify the Network Operator and
the current User that the error correction notice has been accepted.

Note: If the error correction notice relates to anew basic meter or, a notification that the delivery point has been
permanently removed under clause 4.4.2 (b) (iii) the next applicable clause appears at clause 9.2(a) where AEMO
must update AEMOS metering database.

9.14. Error correction Jobjection (incorrect transfer) -"[Commelted [DM206]: Old clause 32 to 47 ]

(@)  Inrelation to an error correction notice for a transfer, a Participant may lodge with AEMO an
error correction objection before the expiry of 2 business days after the process time on one
ormore of the following grounds:

(i)  after making reasonable inquiries, the Participant reasonably believes that the error
correction notice contains incorrect information; or

(i) the Participant reasonably believes that the transfer specified in the error correction
notice is correct

(b)  An error correction objection must:

(i) be lodged by the Network Operator or the current User (as applicable);
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(i) correspond to an open error correction notice lodged under clause 9.1.1@), in respect
of a correction to a transfer; and
(iii)  specify the ground of the Participant's objection under paragraph (a).

()  Upon receipt of an error correction objection which is not valid, AEMO must reject the error
correction objection and notify the Participant that lodged the error correction objection,
specifying the reason why the error correction objection is not valid.

Response to valid error correction bbjeciion] AAAAAAAAAAAAAA [ Commented [DM207]: Old dause 32 to 47

Upon receipt of a valid error correction objection, AEMO must accept the error correction objection
and notify the relevant Participants, specifying at least:

(a)  details of the error correction notice to which the error correction objection relates; and

(b)  the process time of the error correction objection.

Withdrawal of error comection PBJECHON] ... (Commented [DM208]: Old dawse 32 0 47

(@)  Before the expiry of 3 business days after the process time notified under clause 9.15(b), a
Participant that lodged an error correction objection may lodge an error correction objection
withdrawal notice with AEMO.

(b)  An error correction objection withdrawal notice must correspond to an open error correction
objection previously lodged by the Participant under clause 9.1.4(a);

(c)  Upon receipt of an error correction objection withdrawal notice which is not valid, AEMO
must reject the error correction objection withdrawal notice and notify the Participant that
lodged the error correction objection withdrawal notice, specifying the reason why the error
correction objection withdrawal notice is not valid.

Response to valid error correction objection withdrawal E\oticé -------------- [ Commented [DM209]: Old dlause 32 to 47

Upon receipt of a valid error correction objection withdrawal notice, AEMO must acceptthe error
correction objection withdrawal notice and:

(@)  cancelthe corresponding error correction objection; and

(b)  notify therelevant Participants that the error correction objection has been withdrawn, which
notice must provide at least details of the error correction objection to which the error
correction objection withdrawal notice relates.

Cancellation of error correction [ra T Y — { commented [DM210]: Old dause 32 to 47

If, AEMO does not receive a valid error correction objection withdrawal notice within the time period
specified under clause 9.1.6(a), AEMO must:

(@)  cancelthe error correction transaction; and
(b)  notify the affected Participants that the error correction transaction has been cancelled.

Note: Aprevious User wishing to reinitiate an error correction transaction inrespect of a transfer request that has
been cancelled must lodge a new error correction notice under clause 9.1.1(b).

Withdrawal of error correction E\oﬁcd .............. [ Commented [DM211]: Old dause 32 to 47

(@)  Aprevious User may withdraw an error correction notice in respect of a transfer request at
any time before AEMO completes the error correction notice under clause 9.1.11, by lodging
an error correction withdrawal notice to AEMO.
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9.1.10.

9.1.11.

9.1.12.

(b)  Aprovision of these Procedures permitting or requiring AEMO to cancel an error correction
transaction does not limit the previous User's rights under paragraph (a).

(c)  An error correction withdrawal notice must correspond to an open error correction notice
previously lodged by the previous User.

(d)  Upon receipt of an error correction withdrawal notice whichis not valid, AEMO must reject
the error correction withdrawal notice and notify the previous User that lodged the error
correction withdrawal notice, specifying the reason why the error correction withdrawal
notice is not valid.

Response to valid error correction withdrawal E\oﬁce] AAAAAAAAAAAAAA [ Commented [DM212]: Old dause 32 to 47

Upon receipt of a valid error correction withdrawal notice, AEMO must accept the error correction
withdrawal notice and:

(@)  cancelthe error correction transaction; and

(b) notify the affected Participants that the error correction transaction has been cancelled.

AEMO to mark as pending and complete error correction transaction (incorrect

fransfer) ~{ Commented [DM213]: Old dause 32 t0 47

(@) IfAEMO:

(i) has accepted a valid error correction notice under clause 9.1.3 in respect of an
incorrect transfer; and

(i)  hasnotreceived a valid error correction withdrawal notice under clause 9.1.9(@a); and
(iiiy  either:
(A)  does not receive a valid error correction objection; or

(B)  receives a valid error correction objection and also a valid error correction
objection withdrawal notice,

then AEMO must:

(v)  mark the error correction transaction as pending; and

(v)  notify the affected Participants that the error correction transaction is pending.
(b)  Upon notifying Participants under paragraph (a)(v), AEMO must:

(i)  complete the error correction transaction; and

(i) notify the affected Participants that the error correction transaction has been
completed.

Note: After completing an error correction transaction under paragraph (b), AAMO must update its
metering database under clause 9.2.

When error correction fransactionstakefeffec] e { commented [DM214]: Old dause 32 t0 47

Unless these Procedures state otherwise, an error correction transaction takes effect as from:

(@) inrespect ofa transfer — the start of the transfer day on which the transfer was purported to
have occurred; and

(b)  in respect of a new connection confirmation notice — the start of the gas day on which the
MIRN was purported to have become energised; and
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(c) inrespect ofa a-notification that the delivery point has been permanently removed under
clause 4.4.2(b)(iii) — the start of the gas day on which the MIRN was purported to have
become deregistered.

9.1.13. Network Operator must provide metering data to new current pseﬂ AAAAAAAAAAAAAA [Cmme,ted [DM215]: Old dause 48

Within 5 business days of receiving a notice under clause 9.1.11 in respect of an incorrect transfer,
the Network Operator must provide the new current User with the metering data for the delivery
point (if any) that new current User would have received had the incorrect delivery point transaction
(as applicable) not occurred.

9.2. Upddting the AEMO Metering Database] {commented [DM216]: Old dause 50

AEMO must:
(@)  upon accepting an error correction transaction in relation to:
(i) an incorrect new basic meter; or

(i) an incorrect notification that the delivery point has been permanently removed under
clause 4.4.2(b)(ii),

for a delivery point under clause 9.1.3 — forthwith correct the relevant item of AEMO standing
data in AEMO's metering database, to take effect from the start of the gas day specified in
clause 9.112(b) or 9.1.12(c) (as applicable); and

(b)  upon completing an error correction transaction in relation to an incorrect transfer for a
delivery point under clause 9.1.11 — forthwith correct the relevant item of AEMO standing
data in AEMO's metering database, to take effect from the start of the gas day specified in
clause 9.1.12(a).
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APPENDIX A. ESTIMATION OF DATABY AEMO

Al Estimation of Data for Net System Load and Interval EV\eters] ............... { commented [DM217: Old dause sub appendix 2.3

In relation to estimates for a time interval of the ‘Substitution Day’ for net system load and interval meters,
AEMO is to create an estimate of the data using the like day substitution methodology by using data from
the same time interval of the first available ‘Preferred Day’ (as detailed in the table below) unless:

e The substitution day was a public holiday, in which case the most recent Sunday is to be used.

e The substitution day was not a public holiday but the ‘Preferred Day' is a public holiday, in which case
the substitution ‘Preferred Day’ to be used must be the most recent Preferred Day that is not a public

holiday.
Substitution Day Preferred Day (in order of availability)
Monday Monday**
Tuesday Tuesday** Wednesday** Thursday**
Wednesday Wednesday** Tuesday* Thursday** Tuesday**
Thursday Thursday** Wednesday* Tuesday* Wednesday** Tuesday**
Friday Friday**
Saturday Saturday**
Sunday Sunday**

Note:
* Occurring in the same week as the substitution day.
** Qceurring in the week preceding that in which the substitution day occurs.

Examples: If we fail to get data for a site on Monday the 8th of January 2007. In accordance with the table
we would first try Monday 1January 2007, and as this is a public holiday, we next try Monday 25 December
2006, and as this is also a public holiday we finally end up using the data from Monday 18th December
2006 as estimate for Monday the 8th of January 2007.

Similarly if we need data for Friday the 2nd of May 2003, we first try Friday 25 April, ANZAC day, next try
Friday 18 April, Good Friday, and finally use Friday 11th April.

A.2 Estimation of Data for Gate Point Meters

In relation to estimates for a time interval of the ‘Substitution Day’ for gate point metering data, AEMO is to
create an estimate of the gate point metering data using the following methodology (“nomination
estimation methodology”):

The estimate of the gate point metering data is to be created by summing the pipeline profiled
forecast for the relevant gate point for the relevant gas day.
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APPENDIXB. HEATING DEGREE DAY FOR SOUTH [AUSTRALIA] ............... { commented [DM218]: Old dause appendix 11

B.1 Register of Weather Related Information

(@)  AEMO must maintain and publish a Register of Weather Related Information used to
measure weather data.

(b)  Atleast 10 business days prior to making any amendment to the list of weather observation
stations and HDD Coefficients in the Register of Weather Related Information, AEMO must
inform the Gas Retail Consultative Forum (GRCF) of the change.

B.2 HDD zones
(@)  Forthe purposes of clause 8.1.6, South Australia contains the following positive HDD zones:
(i) Northern HDD zone;
(i) Adelaide Region HDD zone;
(iiiy  Riverland HDD zone; and
(v)  Mount Gambier HDD zone.=

The designated weather observation station for the HDD zone described in sub clause (i) to
(iv) are published in the register described in sub clause (a).

(o)  Forthe purposes of clause 8.1.6, South Australia contains the following,negative HDD zones; ... Formatted: Font: Italic

(i) Adelaide Metropolitan HDD zone.

()  The designated weather observation stations for the HDD zones described in paragraphs (a)
and (b) are published in the Register of Weather Related Information.

(d)  Abasic-metered delivery point:

(i) isin the Northern HDD zone if the basic-metered delivery pointis located in one of
the following gas zones, or in a new gas zone designated under clause 1.6 as being in
the Northern HDD zone:

11— Peterborough
12— Port Pirie

13 — Whyalla

54— Whyalla A
55-Whyalla B

56 — Whyalla C
59 — Port Bonython

(i) isin the Adelaide Region HDD zone if the basic-metered delivery point is located in
one of the following gas zones, or in a new gas zone designated under clause 1.6 as
beingin the Adelaide Region HDD zone:

02 — Waterloo Corner
03 - Virginia
04 — Wasleys
05 — Freeling
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06 — Nurioopta

07 — Angaston

08 — Murray Bridge
50 - Daveyston
51-Burra

57 — Smithfield

60 — Angaston A

(i) isin the Riverland HDD zone if the basic-metered delivery point is located in one of
the following gas zones, or in a new gas zone designated under clause 1.6 as being in
the Riverland HDD zone:

09 - Berri
10 — Mildura

(iv) isin the Mount Gambier HDD zone if the basic-metered delivery point is located in
one of the following gas zones, or in a new gas zone designated under clause 1.6 as
being in the Mount Gambier HDD zone:

14— Mount Gambier
52 - Nangwarry
53 - Snuggery

58 - Penola.

(v) isin the Adelaide Metropolitan HDD zone if the basic-metered delivery point is
located in one of the following gas zones, or in a new gas zone designated under
clause 1.6 as being in the Adelaide Metropolitan HDD zone:

01— Adelaide Metropolitan.
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APPENDIX C. CALCULATION OF EDD, HDD AND RELATED BIALUES] .............. {commented [DM2193: 01d dause 177(5)

C.1 EDD calculations for gas days

(@)  The EDD for gas day D ("Ey") is calculated as follows:

T Toi
E(D) _ max [0’ 18 7[ max(D) * Tmin(D) ] _ (CS < Hsun(D) )J

2
where:

Ep = the EDD for the HDD zone for gas day D;

— = the maximum air temperature forecast for the HDD zone for gas
day D in degrees Celsius;

) = the minimum air temperature forecast for the HDD zone for gas
day D in degrees Celsius; and

Haunoy = the hours of sun forecast for the HDD zone for gas day D,

(b)  The EDD for gas day D-1("Ep.y)") is calculated as follows:

T + T
E(D—l) — max (O, 18 ,(MJ _ (Cs x H oy )]

2
where:

Eipy = the EDD for the HDD zone for gas day D-1;

Tmax(o-1 = the maximum air temperature for the HDD zone for gas day D-1in
degrees Celsius;

Tnino-y = the minimum air temperature for the HDD zone for gas day D-1in
degrees Celsius; and

Heunory = the hours of sun forecast for the HDD zone for gas day D-1.

(c)  The EDD for gas day D-2 ("Epp") is calculated as follows:

T +T..
E(b_2) = max [0, 18 7[MJ _ (Cs * H o) )J

2
where:

Eps = the EDD for the HDD zone for gas day D-2;

Tmax(0-2) = the maximum air temperature for the HDD zone for gas day D-2 in
degrees Celsius;

Tninp-2) = the minimum air temperature for the HDD zone for gas day D-2in
degrees Celsius; and

Hsunp-2) = the hours of sun forecast for the HDD zone for gas day D-2.
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(d)  The EDD for gas day D-3 ("Ep3") is calculated as follows:

Trmx —. +Tmin —.
E(o_s) = Max (0, 18 —( (D=3 © 3)J— (Co x Hounos) )J

2
where:

Eps = the EDD for the HDD zone for gas day D-3;

Tnaxo3) = the maximum air temperature for the HDD zone for gas day D-3
in degrees Celsius;

Tninp-3) = the minimum air temperature for the HDD zone for gas day D-3in
degrees Celsius; and

Hsunp-3) = the hours of sun forecast for the HDD zone for gas day D-3.

C2 Calculdtion of related values

(@  The "average temperature” for the period of 30 gas days between gas day D-30 and gas day
D-1is calculated as follows:

d_230 (T T

: maxi * 'min ij

1. _i=d-1

30 60

where:

Tso = the average temperature for the HDD zone for the period of 30
gas days between gas day D-30 and gas day D-1in degrees Celsius;

Tiaxi = the maximum air temperature for the HDD zone in degrees
Celsius for gas day i;

Toin = the minimum air temperature for the HDD zone in degrees Celsius

fora gas day i; and

[ = a gas day i in the range of 30 gas days between gas day D-30 and
gas day D-1.

(b)  The "total sun hours" for the period of 7 gas days between gas day D-7 and gas day D-1is
calculated as follows:

d-7
H sumi
SSH = 02—
sun7 7

where:

SSH.un7 = the total sun hours for the HDD zone for the period of 7 gas days

between gas day D-7 and gas day D-1;
Haun i = the hours of sun forecast for the HDD zone for a gas day; and
/ = agas day iin therange of 7 gas days between gas day D-7 and

gas day D-1.
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©)  The "proxy ground temperature” ("Ty.4") for gas day D is calculated as follows:

_ [C, xmax (0,18 — T, )]+[C; x (18 =T, )]

T +(C6 ><SSHsun7)

d
. (C,+Cs)
where:

Tgnd = the proxy ground temperature for the HDD zone for gas day D in
degrees Celsius;

T30 = the average temperature for the HDD zone for the period of 30
gas days between gas day D-30 and gas day D-1in degrees Celsius;
and

SSHsun7 = the total sun hours for the HDD zone for the period of 7 gas days

between gas day D-7 and gas day D-1.

C3 Actual HDD calculations

The "actual heating degree day” ("HDDA") for gas day D-1 s calculated as follows:

HDD, = (Cl X E(D—l))+ (Cz X E(D—Z))+ (Cs X E(D—3))+ (C7 ><Tgnd)

where:

HDD,4 = the actual heating degree day for the HDD zone for gas day D-1,
provided thatfor each positive HDD zone, if that value is less than
zero, HDDA shall be treated as zero;

Epy = the EDD for gas day D-7;

Ep = the EDD for gas day D-2;

Eps = the EDD for gas day D-3; and

Tgnd = the proxy ground temperature for the HDD zone for gas day D-1in

degrees Celsius.

Cc4 Forecast EDD and HDD calculations for gas day D+1

(@)  The "forecast EDD" for gas day D+1is calculated as follows:

Trmx +: +Tmin +:
Fiow = max(o, 18 —(“’”2‘“] ~(Cy ¥ Hauoun )J

where:

Fow = the forecast EDD for the HDD zone for gas day D+1in degrees
Celsius;

Tmax(o+1) = the maximum air temperature forecast for the HDD zone for gas
day D+1in degrees Celsius;

Tnin(o+1) = the minimum air temperature forecast for the HDD zone for gas

day D+1in degrees Celsius; and
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= the hours of sun forecast for the HDD zone for gas day D+1 at
9.00 am CST on gas day D.

(b)  The forecast heating degree day ("HDD:") for gas day D+1 s calculated as follows:
HDD: = (Cl = I:(D+1))+ (Cz > E(D))+ (Cs > HDDA) + (C7 < Tgnd)

where:

HDD¢

Fiowy

ED)
HDD,

Tgnd

= the forecast heating degree day for the HDD zone for gas day D+1,
provided thatfor each positive HDD zone, if that value is less than
zero, HDDF shall be treated as zero;

= the forecast EDD for the HDD zone for gas day D+1in degrees
Celsius;

= the EDD for gas day D;

= the actual heating degree day for the HDD zone for gas day D-1;
and

= the proxy ground temperature in degrees Celsius for the HDD
zone for gas day D-1.
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