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Guide to the Role of the Metering Coordinator




1. Guide to the Role of the Metering Coordinator
	Clause
	Heading
	Participant Comments

	4.2
	Small Customer Metering Installations
	Guideline improvement: Under clause 7.8.3(a) of the NER all new and replacement metering installation for a small customer must be a type 4 metering installation that meets the minimum services specification, unless exmpeted by AEMO (clause 7.8.4.a) or refused by the customer (clause 7.8.4.d). The wording of clause 4.2 suggests that this obligation only applies when replacing an existing type 4 metering installation.
We suggest rewording the second paragraph in clause 4.2 to:

“Under clause 7.8.3(a), an MC must ensure that all new and replacement metering installation for a small customer is a type 4 metering installation that meets the minimum services specification unless:”

	4.8
	Metering Installation Malfunctions
	Guideline improvement: There are different interpretation on whether metering installations that have failed testing using an alternative test practice that is approved by AEMO (as allowed in S7.6.1.c.2) is a metering installation malfunction or not. To avoid confusion this should be clarified.

We note that the definition of metering installation malfunction includes “The full or partial failure of the metering installation in which the metering installation does not meet the requirements of schedule 7.4” and that schedule 7.4 defines the accuracy requirements for each meter type.
The alternative test practice that AEMO approves is sample testing that complies to an appropriate Australian Standard eg AS 1284.13, AS 2490 or AS 1199. When a family of meters has failed as per the Australian Standard then they are deemed to be non-conforming to their accuracy requirements and must be replaced. Therefore a family failure from sample testing is a metering installation malfunction.
We suggest adding the following to the end of clause 4.8: “For the avoidance of any doubt metering installation malfunctions includes any non-conformances identified in an alternative test practice approved by AEMO.”

	4.9
	Inspections, Testing and Audits
	Guideline improvement: The obligation to restore the accuracy of metering installations is with the Metering Coordinator except when the Metering Coordinator was appointed under clause 11.86.7. In the latter scenario, the obligation is for the Metering Coordinator to notify the FRMP, who will appoint another Metering Coordinator to restore accuracy to the metering installation. To avoid any confusion this scenario should be included. 
We suggest rewording the last sentence of the first paragraph to:
“Arrangements to restore the accuracy of metering installations are to be made in accordance with 7.9.2(a), or notify the FRMP as per clause 11.86.7 if the MC was appoint under clause 11.86.7.” 


